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E301.04 3 - SATELLITE "E" RAMP LEVEL SECTOR 4 - NEW A-VDGS. SYSTEMS - ELECTRICAL
E301.05 3 - SATELLITE "E" RAMP LEVEL SECTOR 5 - NEW A-VDGS. SYSTEMS - ELECTRICAL
E303.00 3 - SATELLITE "E" PARTIAL THIRD LEVEL OVERALL PLAN ELECTRICAL
E303.02 3 - SATELLITE "E" THIRD LEVEL SECTOR 2 - NEW A-VDGS. SYSTEMS - ELECTRICAL
E304.00 3 - SATELLITE "E" FOURTH LEVEL OVERALL PLAN ELECTRICAL
E304.02 3 - SATELLITE "E" FOURTH LEVEL SECTOR 2 & 3 - NEW A-VDGS. SYSTEMS - ELECTRICAL
E305.00 4 -"E" OVERALL ROOF PLAN ELECTRICAL
E305.01 4 - SATELLITE "E" ROOF LEVEL - SECTOR 1 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.02 4 - SATELLITE "E" ROOF LEVEL - SECTOR 2 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.03 4 - SATELLITE "E" ROOF LEVEL - SECTOR 3 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.04 4 - SATELLITE "E" ROOF LEVEL - SECTOR 4 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.05 4 - SATELLITE "E" ROOF LEVEL - SECTOR5 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.06 4 - LOWER "E" ROOF LEVEL - SECTOR 6 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.07 4 - LOWER "E" ROOF LEVEL - SECTOR 7 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.09 4 - LOWER "E" ROOF LEVEL - SECTOR 9 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.10 4 - LOWER "E" ROOF LEVEL - SECTOR 10 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.13 4 - CONCOURSE "E" ROOF LEVEL - SECTOR 13 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E305.14 4 - CONCOURSE "E" ROOF LEVEL - SECTOR 14 - NEW LIGHTNING PROTECTION PLAN - ELECTRICAL
E420 2 - ENLARGED FLOOR PLANS - ELECTRICAL
E520 2 -SECURITY CAMERA / INTERCOM RISER DIAGRAMS - ELECTRICAL
E521 2 - ACCESS CONTROL RISER DIAGRAM - ELECTRICAL
E620 2 - SCHEDULES - ELECTRICAL
E630 3 - SCHEDULES - ELECTRICAL
E700 DETAILS - ELECTRICAL
E720 2 - DOOR DETAILS - ELECTRICAL
E721 2 - CAMERA MOUNTING DETAILS - ELECTRICAL
E722 2 - DETAILS - ELECTRICAL
E723 2 - DETAILS - ELECTRICAL
E730 4 - LIGHTNING PROTECTION DETAILS - ELECTRICAL
E731 4 - LIGHTNING PROTECTION DETAILS - ELECTRICAL

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.
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ARCHITECTURE/ INTERIORS ABBREVIATIONS

A/E

AB
ACOUS
AC, A/IC
ACP
ACT
AD
ADA

ADBL

ADDL
ADH
ADJ
ADJC
AF
AFF
AGGR
AL
ALUM
ALT
ANSI
ANOD
APPROX
AP
ARCH
ASC
ASPH
AHU

BD
BRD
BITUM
BLDG
BLKG
BM
B.O.
BOT
BR
BUR
BLKHD

CAB
CAM
CR
CARP

CEMT
CLG or CEIL
CHAN
CHBD
CHFR
C.0.
CLO
CLR
CLRM
CRS
COL
CMPST
COMP
COMPO
CPRS

CFCI

CONSTR
CJ
CONC
CMU
CSB
CONN
CONT
CONTR
CLJ
CORR
CG
CNTR
CSK
CTRSK
Cu
CYL

DMPF
DT

DEL
DEMO
DEPT
DET
DIA
DIAG
DIM
DIR
DIS
DISP
DO
DIV
DBL
DF

DN
DR
DOP
DST
DS
DWG or DRWG
DWR
DF
DMBD
DSP

ESMT
E

EA
EW
EIFS

ELAST
ELEC
EP
EWC
EL
ELEV
EMER
ES
ENCL
ENGR
ENTR
EPRF
EQ
EQUIP
E.S.
ESCAL
EW
EXIST or (X)
EXC
EXH
EXP
EJ
EXP.
EXT

ARCHITECT / ENGINEER
ANCHOR BOLT

ACOUSTICAL

AIR CONDITIONING
ACOUSTICAL CEILING PANEL
ACOUSTICAL COMPOSITE TILE
ACCESS DOOR
AMERICANS WITH DISABILITY
ACT

ADAPTABLE

(ADA COMPLIANT)
ADDITIONAL

ADHESIVE

ADJUSTABLE

ADJACENT

ACCESS FLOOR

ABOVE FINISHED FLOOR
AGGREGATE

ALUMINUM

ALUMINUM

ALTERNATIVE
AMERICAN NAT. STAND. INST.
ANODIZED

APPROXIMATE

ACCESS PANEL

ARCHITECT

ABOVE SUSPENDED CEILING
ASPHALT

AIR HANDLER UNIT

BOARD

BOARD
BITUMINOUS
BUILDING
BLOCKING

BEAM

BOTTOM OF BEAM
BOTTOM

BUMPER RAIL
BUILT-UP ROOFING
BULKHEAD

CABINET

CAMERA

CARD READER
CARPET

CASED OPENING
CASEMENT
CASEWORK

CAST IRON

CAST IN PLACE

CAST STONE

CATCH BASIN
CENTER

CENTER LINE
CENTER TO CENTER
CENTRIFUGE
CERAMIC

CERAMIC TILE
CEILING HEIGHT
CEMENT
CEMENTITIOUS
CEILING

CHANNEL
CHALKBOARD
CHAMFER

CLEAN OUT

CLOSET

CLEAR

CLASSROOM

COLD ROLLED STEEL
COLUMN
COMPOSITE
COMPUTER
COMPOSITION
COMPRESSIBLE OR
COMPRESSION
CONTRACTOR FURNISHED
CONTRACTOR INSTALLED
CONSTRUCTION
CONSTRUCTION JOINT
CONCRETE
CONCRETE MASONRY UNIT
CONCRETE SPLASH BLOCK
CONNECTION
CONTINUOUS
CONTRACTOR
CONTROL JOINT
CORRIDOR

CORNER GUARD
COUNTER
COUNTERSINK
COUNTERSUNK
CUBIC

CYLINDER

DAMPPROOFING
DATA COMMUNICATIONS
OUTLET

DELETE
DEMOLITION
DEPARTMENT
DETAIL

DIAMETER
DIAGONAL
DIMENSION
DIRECTION
DISABLED
DISPENSER

DITTO

DIVISION

DOUBLE

DOUGLAS FIR
DOWN

DOOR

DOOR OPENING
DOOR STOP
DOWNSPOUT
DRAWING

DRAWER

DRINKING FOUNTAIN
DRY MARKER BOARD
DRY STANDPIPE

EASEMENT

EAST

EACH

EACH WAY

EXTERIOR INSULATION
FINISH SYSTEM
ELASTROMETRIC
ELECTRICAL
ELECTRICAL PANEL
ELECTRICAL WATER COOLER
ELEVATION

ELEVATOR
EMERGENCY
EMERGENCY SHOWER
ENCLOSURE
ENGINEER

ENTRANCE
EXPLOSION PROOF
EQUAL

EQUIPMENT
EYEWASH/SHOWER
ESCALATOR

EYE WASH

EXISTING

EXCAVATE

EXHAUST

EXPANSION
EXPANSION JOINT
EXPOSED

EXTERIOR

FACE OF CONCRETE

FACE OF FINISH

FACE OF MASONRY

FACE OF STUD

FACE OF WALL

FACE TO FACE

FIBER REINFORCED PLASTIC
FIBERGLASS

FIELD VERIFY

FIRE ALARM

FIRE ALARM CONTROL PANEL
FIRE DEPARTMENT WATER HOSE
FIRE EXTINGUISHER

FIRE EXTINGUISHER CABINET
FIRE HOSE SIAMESE

FIRE HEIGHT PARTITION

FIRE HOSE CABINET

FIRE MANIFOLD

FIRE HYDRANT

FIRE PROOFING

FIRE SPRINKLER HEAD

FIRE SIAMESE TEST CENTER
FIRESTOPPING

FIRE VALVE CABINET

F.F.E.
FO
F.R.E.
FL

FB
FL/FLR
FLOUR
FCO

FTG
FOUND
FS
FSD
FH
FURN
FURR
FUT

G

GALV or GV
GSKT

GA

GB

GC

GEN

GL

GFRC

GFRG

GLMU
GMMU
GR
GRTG
GVL
GRL
GND
GT
GYP
GWB

INCAND
IN

ID

IF

IWH
INSUL
INT

INV

JAN
JC
JT
JST

KIT
KB
KO
KOP
KPL

L

LB
LAB
LAD
LAM
LAV
LB

LH
LHR
LG
LEV
LVR
LIB
LT
LTG
LTWT
LOS
LIN
LF/LINFT
LNTL
LKR
LLH
LLV
LONG
LO

MACH
MB
MAINT
MH
MFR / MANUF
MAS
MO
ML
MATL
MAX
MECH
MC
MED
MEMB
MTL
MEZZ
MLWK
MIN
MISC
MIR
MPS

MLDG
MTD

MULL
MVBL

NAT
NGVD

(N)
NO
NOM
NR
N
NA
NIC
NTS
NO

OBS
OFF
oC
OPNG
OcCC
OoPP
OH
oD
OF
OA
OFD
ORD
OFI
OFCI

OFOI
OXY
PNL

PNT
PTD

FINISHED FLOOR ELEVATION
FINISHED OPENING
FINISHED ROOF ELEVATION
FLASHING
FLAT BAR
FLOOR
FLUORESCENT
FLOOR CLEAN OUT
FLOOR DRAIN
FLOOR SINK
FOOT OR FEET
FOOTING
FOUNDATION
FULL SIZE
FULL SIZE DETAIL
FULL HEIGHT
FURNITURE
FURRING
FUTURE

GAS

GALVANIZE

GASKET

GAUGE

GRAB BAR

GENERAL CONTRACTOR
GENERATOR

GLASS

GLASS FIBER REINFORCED
CONCRETE

GLASS FIBER REINFORCED
GYPSUM

GLASS MASONRY UNIT
GLASS MESH MORTAR UNIT
GRADE

GRATING

GRAVEL

GRILLE

GROUND

GROUT

GYPSUM

GYPSUM WALLBOARD

HANDICAPPED
HANDRAIL

HANGER

HARDBOARD
HARDWARE
HARDWOOD

HEIGHT

HIGH

HIGH POINT

HIGH VELOCITY HURRICANE ZONE
HOLD OPEN

HOLLOW METAL
HOLLOW METAL DOOR
HORIZONTAL

HOLLOW CORE

HOSE BIBB

HOUR

HEATING, VENTILATION,
AIR CONDITIONING
HYDRAULIC

INCANDESCENT

INCH

INSIDE DIAMETER

INSIDE FACE

INSTANTANEOUS WATER HEATER
INSULATION

INTERIOR

INVERT

JANITOR
JANITOR'S CLOSET
JOINT

JOIST

KITCHEN

KNOX BOX
KNOCKOUT
KNOCKOUT PANEL
KICK PLATE

LEFT

LABEL
LABORATORY
LADDER

LAMINATE
LAVATORY

POUND

LEFT HAND

LEFT HAND REVERSE
LENGTH

LEVEL

LEVER OR LOUVER
LIBRARY

LIGHT

LIGHTING

LIGHT WEIGHT

LINE OF SIGHT
LINEAR

LINEAR FEET

LINTEL

LOCKER

LONG LEG HORIZONTAL
LONG LEG VERTICAL
LONGITUDINAL

LOW POINT

MACHINE

MACHINE BOLT
MAINTENANCE
MANHOLE
MANUFACTURER
MASONRY
MASONRY OPENING
MATCH LINE
MATERIAL
MAXIMUM
MECHANICAL
MEDICINE CABINET
MEDIUM
MEMBRANE

METAL

MEZZANINE
MILLWORK
MINIMUM
MISCELLANEOUS
MIRROR
MOTORIZED PROJECTION
SCREEN
MOULDING
MOUNTED
MULLION
MOVABLE

NATURAL

NATIONAL GEODETIC VERTICAL
DATUM

NEW

NEW NUMBER
NOMINAL

NON-RATED

NORTH OR NITROGEN
NOT APPLICABLE
NOT IN CONTRACT
NOT TO SCALE
NUMBER

OBSCURE

OFFICE

ON CENTER

OPENING

OPPERATOR CONTROL CENT.
OPPOSITE

OPPOSITE HAND
OUTSIDE DIAMETER
OUTSIDE FACE

OVERALL

OVERFLOW DRAIN
OVERFLOW ROOF DRAIN
OWNER FURNISH ITEM
OWNER FURNISHED
CONTRACTOR INSTALLED
OWNER FURNISHED
OWNER INSTALLED
OXYGEN

PANEL
PANEL JOINT
PAINT
PAINTED

PASS
PLB
PVG
PGBD
PENT
PERF
PERIM
PERP
PL
PLAM
PLAS
PLBG
PLYWD
PNEU
PT

PC
POL
POLY
PVC
PDF
PRCST
PREFAB
PREFIN
PMLD
PREP
PT
PROJ
PS

QUAL
QTY
QT

SG
SCHED
SCuU
SCRN
SECT
SSK
SHTHG
SHT
SHT MTL
SHV
SHR
SIM.
SIM
SIMUL
SGL
SK

SLV

SL

S.D.
SD

SC
STC

TV
TERR
T.H.
THK
TOL
T&B
T&G
T.O.
T.0.B.
T.0.C

T.O.E.S.
T.O.F.F.
T.O.F.
T.O.P
T.O.PA.
T.0.S.
T.O.SL.
TOW
B

TDC

T

TD

TYP

UL

UNEX
UNF

UPS
SOURCE
UON

uv

UR

WSCT
WC-GYP
WC-PLAS
wcC

WL

WP

WT

WLD
WWF

PASSENGER
PASSENGER LOADING
PAVING

PEG BOARD
PENTHOUSE
PERFORATED
PERIMETER
PERPENDICULAR
PLATE

PLASTIC LAMINATE
PLASTER

PLUMBING

PLYWOOD
PNEUMATIC

POINT

PORTLAND CEMENT
POLISHED
POLYETHYLENE
POLYVINYL CHLORIDE
POWDER DRIVEN FASTENERS
PRECAST
PREFABRICATED
PREFINISHED
PREMOLDED
PREPARATION
PRESURE TREATED
PROJECTION
PROJECTION SCREEN

QUALITY
QUANTITY
QUARRY TILE

RADIUS

RAILING

RAIN WATER LEADER
RECESSED

REDWOOD
REFERENCE
REFLECTED
REFLECTED CEILING PLAN
REFRIGERATOR
REGISTER
REINFORCED
REMOVABLE
REQUIRED

RESILIENT

REVEAL JOINT

RIGHT HAND

RIGHT HAND REVERSE
RIGHT OF WAY

RISER

ROOF

ROOFING

ROOF DRAIN

ROOF EQUIPMENT PAD
ROOF EXPANSION JOINT
ROOF GUTTER

ROOF VENT

ROOM

ROUGH OPENING
RUBBER

SAFETY GOGGLES
SCHEDULE
SCUPPER
SCREEN

SECTION
SERVICE SINK
SHEATHING
SHEET

SHEET METAL
SHELVING
SHOWER

SIMILAR
SIMULATOR
SIMULATED
SINGLE

SINK

SLEEVE

SLOPE

SMOKE DETECTOR
SOAP DISPENSER
SOLID CORE
SOUND TRANSMISSION CLASS
SOUTH

SPEAKER
SPECIFICATIONS
SPLASH BLOCK
SQUARE
STAINLESS STEEL
STAGGER
STATION
STANDARD
STREET

STEEL

STORAGE
STRUCTURAL
SUSPENDED
SHUT OFF VALVE
SYMBOL
SYMMETRICAL
SYSTEM

TACKBOARD
TEMPERATURE CONTROL PANEL
TEMPERED
TEMPORARY
TELEPHONE
TELEVISION

TERRAZO

THRESHOLD

THICK

TOLERANCE

TOP AND BOTTOM
TONGUE & GROOVE
TOP OF

TOP OF BEAM

TOP OF CONCRETE
TOP OF CURB

TOP OF EXISTING SLAB
TOP OF FINISH FLOOR
TOP OF FOOTING

TOP OF PARAPET

TOP OF PAVEMENT
TOP OF SLAB

TOP OF STEEL

TOP OF WALL

TOWEL BAR

TRAFFIC DECK COVERING
TREAD

TRENCH DRAIN
TYPICAL

UNDERWRITERS LAB
UNEXCAVATED
UNFINISHED
UNINTERRUPTIBLE POWER

UNLESS OTHERWISE NOTED
ULTRAVIOLET
URINAL

VACUUM

VAPOR BARRIER

VAPOR RETARDER
VALVE BOX

VENEER

VERIFY IN FIELD
VERTICAL

VESTIBULE

VINYL COMPOSITION TILE
VINYL WALL COVERING

WAINSCOT

WALL COVERING (GYPSUM)
WALL COVERING (PLASTER)
WATER CLOSET

WATER LEVEL
WATERPROOFING

WEIGHT

WELDED

WELDED WIRE FABRIC
WEST

WET COLUMN

WHERE OCCURS

WIDE

WINDOW

WITH

WITHOUT

WOOD

WORKING POINT
WROUGHT IRON

YARD

ANNOTATION SYMBOLS AND REFERENCES

NOT ALL SYMBOLS AND ABBREVIATIONS LISTED APPLY TO THIS PROJECT. REFER TO
CONSTRUCTION DOCUMENTS FOR SCOPE OF WORK

E
A1 EW NAME

DRAWING NSCALER
DESIGNATOR

DRAWING

IDENTIFICATION

NORTH ARROW

EXISTING GRID

LINE

NEW GRID LINE

MATCH LINE

PROJECT LIMIT LINE

DRAWING

PROJECT NORTH
ARROW

TRUE NORTH
ARROW

a4 GRID LINE NAME

# _

e

'« GRID LINE NAME

E e

N2

ZONE 1

MATCHLINE

ZONE 2

TUG DRIVE DIRECTIONAL ‘.............’

INTERIOR
ELEVATIONS

BUILDING
ELEVATION

BUILDING SECTION

SECTION DETAIL

WALL SECTION

DETAIL

ENLARGED DETAIL

SPOT ELEVATION

LEVEL LINE

CENTER LINE

LEVEL CHANGE

ROOM NAME

DOOR SYMBOL

0

1~§
ol
1

INTERIOR ELEVATION
(NUMBER DESIGNATOR)

DESTINATION SHEET
NUMBER

BUILDING SECTION
(DRAWING DESIGNATOR)

DESTINATION SHEET
NUMBER

BUILDING SECTION
(DRAWING DESIGNATOR)

SIM
A ~————
A& SIM
1

DESTINATION SHEET
NUMBER

WALL SECTION
(DRAWING DESIGNATOR)

SIM

DESTINATION SHEET NUMBER

DETAIL
(DRAWING DESIGNATOR)

0.0.0

7.
|

SIM

DESTINATION SHEET NUMBER

ENLARGED DETAIL
(DRAWING DESIGNATOR)

DESTINATION SHEET
NUMBER

10' - 10" <~——————— ELEVATION

A.F.F. - LOCATION

INDICATOR
LEVEL NAME

LEVELNAME | rererence Line

100'-0" < LEVEL

ELEVATION

A<
% ><; < CHANGE IN
% PLANE OR DOOR

LEVEL

Room namew——

ROOM NAME

101 )= ROOM NUMBER

150 SF «—— AREA

DOOR NUMBER

101 A

(LETTER DESIGNATOR INDICATES

ADDITIONAL DOORS INTO ROOM)
DOOR NUMBER

(SECOND NUMBER SERIES INDICATES

ROOM NUMBER DOOR OPENS TO)

EXTERIOR WINDOW TYPE @ < EXTERIOR OPENING

INTERIOR WINDOW TYPE @ < INTERIOR OPENING

WALL TYPES

KEY NOTES

FINISH TAG

1i
1i

- PARTITION TYPE

~<—— ROOM NUMBER

Floor Finish
Wall Finish
Base Finish

MATERIAL LEGEND

POROUS FILL, STONE, GRAVEL, ETC

L] | | EARTH, BACKFILL

- “ 77 CASTIN PLACE CONCRETE

PRE-CAST CONCRETE

CONCRETE MASONRY
UNITS

NATURAL OR CAST STONE

il TERRAZO

PLASTER, SAND, GROUT

GYPSUM BOARD

METAL

ROUGH WOOD FRAMING

SHIM: WOOD OR METAL

FINISH WOOD

PLYWOOD

RIGID INSULATION

W BATT INSULATION

GLASS

MIAMI DADE COUNTY ADMINISTRATIVE ORDER #10-10

THESE CONSTRUCTION DOCUMENTS ARE CERTIFIED TO BE COMPLIANT WITH REQUIREMENTS FOR ADA
ACCESSIBILITY GUIDELINES (ADAAG) AND UNIFORM ACCESSIBILITY STANDARDS (UFAS), WHERE APPLICABLE.

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.
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MDAD Project No. AAOO5A

CCTV Scope Quantity Take Off

Based on 100% Contract Documents for Permit & Bulletin 001 dated March 15, 2022

Description

QTY

UM

Outdoor Cameras

Video surveillance cameras, Type PTZ, Outdoor, incl camera Enclosure, Camera Mounting Bracket, Static Dissipation

21

EA

Outlet boxes, pressed steel, 4" square

42

EA

Outlet boxes, pressed steel, covers, blank, 4" square

21

EA

Outlet boxes, pressed steel, plaster rings, 4" square, concealed

21

EA

Electric metallic tubing, 3/4" diameter, to 10" high, includes 11 couplings per 100'

4200

LF

Conduit hangers, steel, 3/4" diameter, incl bolt & 12" rod

525

EA

EMT boxes connectors, insulated compression, steel, 3/4" diameter, to 15' H

84

EA

Outlet boxes, cast, 2 gang, FS, 3/4" hub

21

EA

Outlet boxes, cast, weatherproof blank cover, 2 gang

21

EA

Pull boxes, steel, type SC, raintight & weatherproof, 6" L x 6" W x 6" D, NEMA 3R

21

EA

Pull boxes, steel, type SC, raintight & weatherproof, 12" L x 12" W x 6" D, NEMA 3R

21

EA

Flexible metallic conduit, sealtite, 3/4" diameter

210

EA

GENERAL NOTE:
DUE TO AIRPORT SECURITY MEASURES, THE SCOPE OF SECURITY SYSTEM,
INCLUDING 'EXTERIOR' AND 'INTERIOR' I.P. CAMERAS, INTERCOMS, CAT 6
CABLING AND REQUIRED INFRASTRUCTURE UPGRADES ARE NOT SHOWN IN
DETAIL IN THE BID SET. THE TABLE ON THIS SHEET SHOWS DESCRIPTION AND
QUANITITIES OF THE SYSTEM FOR REFERENCE WHEN PRICING THIS PROJECT.
COMPLETE INFORMATION OF THE DESIGNED SYSTEM WILL BE SHARED WITH
THE SELECTED GENERAL CONTRACTOR AFTER HE AWARD OF THE
CONSTRUCTION CONTRACT. GENERAL CONTRACTOR IS ADVISED THAT THE
SECURITY SYSTEM IN LOWER 'E' TERMINAL SHALL BE INCLUDED IN THE BASE
BID.

| —
"r—\“\
=/

Flexible metallic conduit, sealtite, connectors, plain, 3/4" diameter

42

EA

Rigid galvanized steel conduit, 3/4" diameter, to 10" high, includes 11 couplings per 100

210

LF

Conduit fittings for rigid galvanized steel, boxes connector with set screw, plain, 3/4" diameter

42

EA

Unshielded twisted pair (UTP) cable, solid, plenum, #24, 4 pair, category 6

52.5

CLF

Unshielded twisted pair (UTP) connector, RJ45, #24, 4 pair, category 6

21

EA

Unshielded twisted pair (UTP) jack, RJ45, category 6

21

EA

CCTV Programming, Testing, Integration and Commissioning

21

EA

Indoor Cameras

Video surveillance cameras, Type PTZ, Indoor

39

EA

Outlet boxes, pressed steel, 4" square

78

EA

Outlet boxes, pressed steel, covers, blank, 4" square

39

EA

Outlet boxes, pressed steel, plaster rings, 4" square, concealed

39

EA

Electric metallic tubing, 3/4" diameter, to 10' high, includes 11 couplings per 100'

5850

LF

Conduit hangers, steel, 3/4" diameter, incl bolt & 12" rod

732

EA

Flexible metallic conduit, steel, 3/4" diameter

390

LF

Flexible metallic conduit, steel, connectors, plain, 3/4" diameter

78

EA

Junction boxes, support

39

EA

EMT boxes connectors, insulated compression, steel, 3/4" diameter, to 15' H

156

EA

Unshielded twisted pair (UTP) cable, solid, plenum, #24, 4 pair, category 6

97.5

CLF

Unshielded twisted pair (UTP) connector, RJ45, #24, 4 pair, category 5

39

EA

Unshielded twisted pair (UTP) jack, RJ45, category 6

39

EA

CCTV Interface Box & Power Supply

CCTV Interface Box

EA

CCTV Programming, Testing, Integration and Commissioning

39

EA

Camera Power Supply

EA

Wire, copper, solid, 600 volt, #12, type THWN-THHN, normal installation conditions in wireway, conduit, cable tray

13.9

CLF

Wire, copper, stranded, 600 volt, #10, type THWN-THHN, normal installation conditions in wireway, conduit, cable tray

3.7

CLF

Electric metallic tubing (EMT), 3/4" diameter, to 10" high, incl 2 terminations, 2 field bend elbows, 11 beam clamps, and 11 couplings per 100 LF

530

LF

Outlet boxes, pressed steel, 4" square

EA

Outlet boxes, pressed steel, plaster rings, 4" square, concealed

EA

Duplex receptacle, grounded, 120 volt, 20 amp

EA

Wall plate, brown plastic, 1 gang

EA

Termination Strips

18

EA

CCTV MSR Rooms Link

Electric metallic tubing (EMT), 4" diameter, to 10" high, incl 2 terminations, 2 elbows, 11 beam clamps, and 11 couplings per 100 LF

300

LF

07/12/2022 RIB US Cost, Inc.
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SATELLITE - 'E'

OVERALL SCOPE OF WORK:

CONCOURSE - 'E'

SATELLITE - 'E": EXISTING STUCCO FINISH AT E-SATELLITE OCCUR PRIMARILY AT THE VERTICAL SURFACES, FROM THE RAMP LEVEL TO THE TOP OF STAIR TOWERS. THE MAJORITY OF
CEILINGS THAT OCCUR UNDER THE BUILDING OVERHANG ARE EXPOSED AND WILL BE MAINTAINED AS IS. EXISTING STUCCO CEILINGS WILL BE MAINTAINED, CLEANED AND PAINTED.
PATCH AND REPAIR HOLES ON EXISTING STUCCO CEILINGS.

THE CONTRACTOR SHALL:

AW

© N U;

10.
11.
12.
13.
14.
15.

REMOVE EXISTING STUCCO FINISH AND REPLACE WITH NEW, INCLUSIVE OF STUCCO ACCESSORIES.

REFER TO PROJECT DETAILED ELEVATION SHEETS FOR STUCCO FINISH TO REMAIN AROUND EXISTING OPENINGS SUCH AS WINDOWS, DOORS, LOUVERS AND STOREFRONTS.
PRESSURE CLEAN ALL EXISTING STUCCO CEILINGS TO REMAIN. PATCH AND REPAIR HOLES AS REQUIRED.

COORDINATE INSTALLATION OF NEW STUCCO FINISH TO GO OVER EXISTING PARAPETS AND TERMINATE BEHIND NEW COUNTERFLASHING. REMOVE EXISTING TWO-PIECE
METAL COUNTERFLASHING AND REPLACE WITH NEW STAINLESS-STEEL METAL COUNTER FLASHING.

REMOVE AND REPLACE EXISTING LIGHTNING PROTECTION SYSTEM WITH NEW.

INSTALL NEW STUCCO CASING BEADS WITH WEEP HOLES AT SPECIAL CONDITIONS WHERE THE STUCCO FINISH DOES NOT END ON A HARD SURFACE.

MAINTAIN CONTINUITY OF LIFE SAFETY EGRESS FROM UPPER LEVELS AT ALL TIMES.

TEMPORARILY RELOCATE EXISTING PORTABLE WATER STORAGE , EMERGENCY EYEWASH, AND SHOWERS IN COORDINATION WITH MDAD. REINSTALL TO ORIGINAL LOCATION
AT COMPLETION OF STUCCO REPAIR ACTIVITIES.

REMOVE AND DISCARD EXISTING SIGNAGE IN COORDINATION WITH MDAD. NEW INSTALLATION WILL BE DONE BY MDAD. COORDINATE STORAGE AND/OR HANDING OFF
WITH MDAD SIGNAGE THAT IS TO BE SALVAGED.

EXISTING LIGHTING IS TO REMAIN IN PLACE. CONTRACTOR TO PROTECT FIXTURES DURING STUCCO REPAIR AND PAINTING ACTIVITIES.

ALL EXISTING COMMUNICATION ANTENNAS ARE TO REMAIN. PROTECT DURING STUCCO REPAIR AND PAINTING ACTIVITIES.

MAINTAIN EXISTING WALL MOUNTED CONDUITS AND INSTALL BASIS OF DESIGN METAL COVER OVER EXISTING TO REMAIN.

PAINT ALL VERTICAL AND HORIZONTAL STUCCO FINISH SURFACES.

REMOVE AND REPLACE EXISTING EXPANSION JOINT AND ACCESSORIES WITH NEW.

REFER TO PROJECT SPECIFICATION SECTION 02 11 17 'SELECTIVE DEMOLITION' FOR HANDLING AND DISPOSAL OF DEMOLITION WORK.

LOWER ‘E’: EXISTING STUCCO FINISH AT LOWER E OCCUR PRIMARILY AT THE VERTICAL SURFACES ON THE RAMP LEVEL AND AT POINT OF CONNECTION OF EXISTING JET BRIDGES AT
GATES. THE MAJORITY OF OVERHANGS HAVE EXISTING STUCCO CEILINGS WITH NUMEROUS AREAS THAT WILL REQUIRE PATCH AND REPAIR OF EXISTING HOLES. EXISTING STUCCO
CEILING OVERHANGS HAVE METAL ACCESS PANELS THAT WILL REMAIN IN PLACE AND SHALL BE PAINTED WITH BASIS OF DESIGN COLOR.

THE CONTRACTOR SHALL:

> w

REMOVE EXISTING STUCCO FINISH AND REPLACE WITH NEW, INCLUSIVE OF STUCCO ACCESSORIES.

REFER TO PROJECT DETAILED ELEVATION SHEETS FOR STUCCO FINISH TO REMAIN AROUND EXISTING OPENINGS SUCH AS WINDOWS, DOORS, LOUVERS AND STOREFRONTS.
PRESSURE CLEAN ALL EXISTING STUCCO CEILINGS TO REMAIN. PATCH AND REPAIR HOLES AS REQUIRED.

INSTALL NEW STUCCO CASING BEADS WITH WEEP HOLES AT SPECIAL CONDITIONS WHERE THE STUCCO FINISH DOES NOT END ON A HARD SURFACE.

MAINTAIN CONTINUITY OF LIFE SAFETY EGRESS FROM UPPER LEVELS AT ALL TIMES.

TEMPORARILY RELOCATE EXISTING PORTABLE WATER STORAGE , EMERGENCY EYEWASH, AND SHOWERS IN COORDINATION WITH MDAD. REINSTALL TO ORIGINAL LOCATION
AT COMPLETION OF STUCCO REPAIR ACTIVITIES.

REMOVE AND DISCARD EXISTING SIGNAGE IN COORDINATION WITH MDAD. NEW INSTALLATION WILL BE DONE BY MDAD. COORDINATE STORAGE AND/OR HANDING OFF
WITH MDAD SIGNAGE THAT IS TO BE SALVAGED.

EXISTING LIGHTING IS TO REMAIN IN PLACE. CONTRACTOR TO PROTECT FIXTURES DURING STUCCO REPAIR AND PAINTING ACTIVITIES.

ALL EXISTING COMMUNICATION ANTENNAS ARE TO REMAIN. PROTECT DURING STUCCO REPAIR AND PAINTING ACTIVITIES.

MAINTAIN EXISTING WALL MOUNTED CONDUITS AND INSTALL BASIS OF DESIGN METAL COVER OVER EXISTING TO REMAIN.

PAINT ALL VERTICAL AND HORIZONTAL STUCCO FINISH SURFACES.

INSTALL NEW LIGHTNING PROTECTION SYSTEM.

REFER TO PROJECT SPECIFICATION SECTION 02 11 17 'SELECTIVE DEMOLITION' FOR HANDLING AND DISPOSAL OF DEMOLITION WORK.

CONCOURSE ‘E’: EXISTING STUCCO FINISH AT CONCOURSE 'E' OCCUR PRIMARILY AT THE VERTICAL SURFACES, FROM THE RAMP LEVEL TO THE TOP OF STAIR TOWERS. THE MAJORITY
OF CEILINGS THAT OCCUR UNDER THE BUILDING OVERHANG ARE EXPOSED AND WILL BE MAINTAINED AS IS.

THE CONTRACTOR SHALL:

N

© N AW

10.
11.
12.
13.
14.

REMOVE EXISTING STUCCO FINISH AND REPLACE WITH NEW, INCLUSIVE OF STUCCO ACCESSORIES.

COORDINATE INSTALLATION OF STUCCO FINISH TO GO OVER EXISTING PARAPETS AND TERMINATE BEHIND WALL. REMOVE EXISTING TWO-PIECE METAL COUNTERFLASHING
AND REPLACE WITH NEW STAINLESS-STEEL METAL COUNTER FLASHING.

REFER TO PROJECT DETAILED ELEVATION SHEETS FOR STUCCO FINISH TO REMAIN AROUND EXISTING OPENINGS SUCH AS WINDOWS, DOORS, LOUVERS AND STOREFRONTS.
PRESSURE CLEAN ALL EXISTING STUCCO CEILINGS TO REMAIN.

TEMPORARILY REMOVE AND REINSTALL EXISTING LIGHTNING PROTECTION WHEN THEY OCCUR ON TOP OF THE EXISTING PARAPET (V.L.F.).

INSTALL NEW STUCCO CASING BEADS WITH WEEP HOLES AT SPECIAL CONDITIONS WHERE THE STUCCO FINISH DOES NOT END ON A HARD SURFACE.

MAINTAIN CONTINUITY OF LIFE SAFETY EGRESS FROM UPPER LEVELS AT ALL TIMES.

TEMPORARILY RELOCATE EXISTING PORTABLE WATER STORAGE , EMERGENCY EYEWASH, AND SHOWERS IN COORDINATION WITH MDAD. REINSTALL TO ORIGINAL LOCATION
AT COMPLETION OF STUCCO REPAIR ACTIVITIES.

REMOVE AND DISCARD EXISTING SIGNAGE IN COORDINATION WITH MDAD. NEW INSTALLATION WILL BE DONE BY MDAD. COORDINATE STORAGE AND/OR HANDING OFF
WITH MDAD SIGNAGE THAT IS TO BE SALVAGED.

EXISTING LIGHTING IS TO REMAIN IN PLACE. CONTRACTOR TO PROTECT FIXTURES DURING STUCCO REPAIR AND PAINTING ACTIVITIES.

ALL EXISTING COMMUNICATION ANTENNAS ARE TO REMAIN. PROTECT DURING STUCCO REPAIR AND PAINTING ACTIVITIES.

MAINTAIN EXISTING WALL MOUNTED CONDUITS AND INSTALL BASIS OF DESIGN METAL COVER OVER EXISTING TO REMAIN.

PAINT ALL VERTICAL AND HORIZONTAL STUCCO FINISH SURFACES.

REFER TO PROJECT SPECIFICATION SECTION 02 11 17 'SELECTIVE DEMOLITION' FOR HANDLING AND DISPOSAL OF DEMOLITION WORK.

‘D-E" CONNECTOR: EXISTING STUCCO FINISH AND PAINT IS TO REMAIN AT D-E CONNECTOR OCCUR PRIMARILY AT THE VERTICAL SURFACES ON THE RAMP AND SECOND LEVEL,
VERTICAL COLUMNS AND HORIZONTAL BEAMS. THE EXISTING UNDERSIDE OF THE CONNECTOR HAS AN EXPOSED STRUCTURE WITH FIRE PROOFING TO REMAIN.

THE CONTRACTOR SHALL:

MAINTAIN CONTINUITY OF LIFE SAFETY EGRESS FROM UPPER LEVELS AT ALL TIMES.
REMOVE EXISTING GUTTERS AND DOWNSPOUTS. INSTALL NEW STAINLESS-STEEL CONTINUOUS GUTTER, DOWNSPOUT AND SPLASH PAN IN COMPLIANCE WITH FBC

CURRENT EDITION.

REMOVE AND INSTALL NEW CHAIN LINK FENCE.

REFER TO PROJECT SPECIFICATION SECTION 02 11 17 'SELECTIVE DEMOLITION' FOR HANDLING AND DISPOSAL OF DEMOLITION WORK.
INSTALL NEW BOLLARDS.

REPAIR EXISTING CONCRETE BASE.

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.
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STAGING AREA NOTES: MDAD AAGOSA o
1-'CCE&SATELLITEE'&'DTOE

10.
11.

12.

13.
14.

15.

16.

17.

18.

19.

ALL STAGING SHALL BE LIMITED TO THE AREA OF WORK FOR THIS PROJECT. STORAGE AND STAGING
AVAILABLE SHALL NOT EXCEED AIRCRAFT LIMIT DELINEATED AS PER THE MARKING ON PAVEMENTS. NO
ADDITIONAL STAGING OR STORAGE WILL BE GRANTED.

THE CONTRACTOR IS TO SUBMIT A STAGING PLAN FOR APPROVAL BY MDAD.

STAGING AREAS SHALL BE OF TEMPORARY CONSTRUCTION AND PERIMETER AREA DEFINED WITH
CONCRETE JERSEY BARRIERS.

THE CONTRACTOR IS TO MAINTAIN FULL ACCESS TO EXISTING FIRE DEPARTMENT CONNECTIONS AND
ALLOW FIRE EQUIPMENT AND APPARATUS TO HAVE UNRESTRICTED ACCESS.

STAGING AREAS SHALL NOT INTERFERE WITH DEDICATED TUG DRIVES, EMERGENCY ACCESS AND/OR BUS
LANES.

STAGING AREAS SHALL REMAIN CLEAR OF AIRSIDE DAILY OPERATIONS SUCH AS DUMPSTERS, FUEL
STATIONS, EMERGENCY EYEWASH AND SHOWERS, ELECTRICAL VAULTS, ETC.

THE CONTRACTOR IS TO COORDINATE WITH MDAD OPERATIONS GATE SHUTDOWNS AS NECESSARY TO
ALLOW FOR THE REMOVAL AND REPLACEMENT OF STUCCO AND PAINTING ACTIVITIES. GATE CLOSURES
WILL BE MADE AVAILABLE TO THE CONTRACTOR 24/7 ONCE THE GATE IS CLOSED.

SPECIAL ATTENTION AND GATE CLOSURE COORDINATION SHALL BE DONE BY THE CONTRACTOR ON GATES
THAT SERVE INTERNATIONAL FLIGHTS/WIDE BODY SERVING GATES AND INTERNATIONAL BAGGAGE AREAS.
THE CONTRACTOR IS TO INSTALL DUST CONTROL MESH OR FABRIC ON OUTER FRAME OF SCAFFOLDING TO
PREVENT DUST FROM DISPERSING INTO OTHER AREAS.

STUCCO SHALL NOT BE REMOVED PRIOR TO THE INSTALLATION OF DUST CONTROL MEASURES.

AS PART OF CONSTRUCTION, THE CONTRACTOR IS TO PROVIDE TO MDAD FOR APPROVAL A DETAILED
SCHEDULE OF STUCCO REMOVAL AND DUST CONTROL PLAN.

ALL WORK AT BUS STATIONS MUST BE DONE AT NIGHT TIME. COORDINATE TIME WITH MDAD OPERATIONS
AND MDAD'S PROJECT MANAGER.

JOB SITE TRAILERS WILL NOT BE ALLOWED.

WORK AT SATELLITE 'E' GATES E24 AND E25 CAN ONLY BE PERFORMED BETWEEN THE MONTHS OF MARCH
AND OCTOBER. CONTRACTOR TO COORDINATE STAGING AREAS AND PROJECT CONSTRUCTION SCHEDULE.
WORK AT LOW Cc 'E' GATES E6 AND E8 CAN ONLY BE PERFORMED BETWEEN THE MONTHS OF MARCH AND
OCTOBER. CONTRACTOR TO COORDINATE STAGING AREAS AND PROJECT CONSTRUCTION SCHEDULE.

ALL WORK AT SATELLITE 'E' NORTH SIDE ALONG THE TAXIWAY MUST BE PERFORMED BETWEEN 11:00 P.M.
AND 4:00 A.M. THE CONTRACTOR MUST DEMOBILIZE AND REMOVE ALL MATERIAL, EQUIPMENT, DEBRIS,
TOOLS AT THE END OF EACH NIGHT/SHIFT AND REMOBILIZE SUBSEQUENTLY.

ALL BARRICADES, TEMPORARY PROTECTION, DUST CONTROL MUST FOLLOW DGM DIVISION 0.

SEE GENERAL DEMOLITION NOTES ON DEMOLITION PLANS AND PROJECT SPECIFICATIONS FOR FURTHER
REQUIREMENTS.

STAGING AREAS SHOWN ARE FOR REFERENCE AND DO NOT INTEND TO SHOW SEQUENCE OF
CONSTRUCTION.

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.

CONNECTOR' - STUCCO AND PAINTING.

2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.

3 - 'SATELLITE E' A-VDGS.

4 - NEW LIGHTNING PROTECTION SYSTEM
AT 'SATELLITE E' & 'LOWER E'.
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GENERAL LIFE SAFETY NOTES:

1. ALL WORK SHALL BE IN ACCORDANCE AND COMPLIANCEWITH NFPA 780 (2014) FOR LIGHTNING PROTECTION.

2. CONSTRUCTION SHALL CONFORM TO THE 1998 LIFE SAFETY MASTER PLAN FOR THE TERMINAL COMPLEX.

3. CONTRACTOR TO EXCERCISE CARE AND DO NOT PAINT SPRINKLER HEADS.

HOT WORK NOTE:

ANY HOT WORK BEING DONE WITHIN THE PREMISES SHALL BE COORDINATED WITH MDFD AND MDAD. CONTRACTOR TO
FOLLOW NFPA-1, NFPA-241 AND NFPA-51B. SEE "HOT WORK" FORM ON PROJECT MANUAL SECTION 011200-01.

CLASSIFICATION OF WORK (FLORIDA BUILDING CODE 2017 (6TH EDITION) EXISTING BUILDINGS:

1-'CCE & SATELLITE E' & 'D TO E CONNECTOR' - STUCCO AND PAINTING.
. SATELLITE 'E": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 503 - 'ALTERATION-LEVEL 1'. EXTERIOR STUCCO REPAIRS AND PAINTING.
. LOWER 'E'": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 503 - 'ALTERATION-LEVEL 1'. EXTERIOR STUCCO REPAIRS AND PAINTING.
. 'D TO E' CONNECTOR: FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 503 - 'ALTERATION-LEVEL 1'. EXTERIOR STUCCO REPAIRS AND PAINTING.
. 'CCE": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 503 - 'ALTERATION-LEVEL 1'. EXTERIOR STUCCO REPAIRS AND PAINTING.

2- CAMERAS, DOOR FRAMES HARDWARE AND ACCESS CONTROL AT 'SATELLITE E' AND 'LOWER E'.

. SATELLITE 'E": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 504 - 'ALTERATION-LEVEL 2'. INSTALLATION OF NEW SECURITY CAMERAS AT ROOF LEVEL.

. LOWER 'E': FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 504 - 'ALTERATION-LEVEL 2'. REPLACEMENT OF EXISTING DOORS.
. LOWER 'E'": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 504 - 'ALTERATION-LEVEL 2'. INSTALLATION OF NEW SECURITY CAMERAS AT ROOF LEVEL.

3- 'SATELLITE E' - A-VDGS.
. SATELLITE 'E": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 504 - 'ALTERATION-LEVEL 2'. INSTALLATION OF A NEW A-VDGS SYSTEM.

4- NEW LIGHTNING PROTECTION SYSTEM AT 'SATELLITE E' & 'LOWER E'.
. SATELLITE 'E": FBC 2017 (6TH EDITION), EXISTING BUILDINGS, CHAPTER 5, SECTION 503 - 'ALTERATION-LEVEL 1'. REPLACEMENT OF EXISTING LIGHTNING PROTECTION
SYSTEM.

5- LEVEL OF REHABILITATION.
. NFPA 101 CHAPTER 43 BUILDING REHABILITATION SECTION 43.1.1 - (4) RECONSTRUCTION.

SECTION 504 - 'ALTERATION-LEVEL 2". INSTALLATION OF LIGHTNING PROTECTION SYSTEM.
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I_l F E SAF ETY CA I_CU I_ATl O N S 6303 Blue Lagoon Drive, Suite 325
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LOWER 'E' DOOR REPLACEMENT
TYPE OF PENETRANT | F-RATING (HR) UL-CLASSIFIED SYSTEM TYPE OF PENETRANT F-RATING (HR) UL-CLASSIFIED SYSTEM
ELECTRICAL AND LIGHTNING PROTECTION
1 FA 0006, CAJ 0055, CAJ 0090 1 CAJ 0055, CAJ 0090
APPLICABLE CODES AND/OR REQUIREMENTS CIRCULAR BANK 2 FA 0006, CAJ 0055, CAJ 0090 2 CAJ 0055, CAJ 0090 LOUIS J . AGUIRRE & ASSOCIATES, P.A.
FLORIDA BUILDING CODE, 2017 (6TH EDITION) AND ALL ASSOCIATED CODES, INCLUDING BUT NOT LIMITED TO: OPENINGS CIRCULAR BANK OPENINGS 9150 South Dadeland BIvd., Suite 900
LIFE SAFETY MASTER PLAN, JANUARY 5, 1999 VOLUME 1, AND VOLUME 2 3 FA 0006, CAJ 0055, CAJ 0086, FA 0014 3 CAJ 0055, CAJ 0086 Miami, Florida 33156
FLORIDA FIRE PREVENTION CODE, 2017 (6TH EDITION) WITH AMMENDMENTS TO: 1 CAJ 1226, FA 1028 1 CAJ 1226, WJ 1067
SINGLE METAL PIPES 2 CAJ 1226, FA 1028 2 CAJ 1226, WJ 1067
NFPA 1, FIRE CODE, 2015 EDITION AND NFPA 101, LIFE SAFETY CODE, 2015 EDITION d d
OR CONDUIT 3 CAJ 1226, FA 1017 SINGLE METAL FIPES OR CONDUIT 3 CAJ 1226, WJ 1041, WJ 1068 SECURITY CONSULTING SERVICES
4 CBJ 1037, CBJ 1034 4 CBJ 1034, CBJ 1037, WJ 1041, WJ 1042, WJ 1068 ROSS & BARUZZINI, INC.
FA 2053, FA 2025, CAJ 2109, CAJ 2098, CAJ 7200 NW 19th Street, Suite 305
NEW BUILDING 1 2271, CAJ 2167, CBJ 2021, CAJ 2342 1 CBJ 2109, CAJ 2098, CAJ 2167, CAJ 2371, CAJ 2342 Miami, Florida 33126
FA 2053, FA 2025, CAJ 2109, CAJ 2098, CAJ ROSS&B&II‘“ZZ]“[
REQUIRED/ ALLOWED PROVIDED SINGLE NON METALLIC 2 2271, CAJ 2167, CBJ 2021, CAJ 2371, CAJ SINGLE NON METALLIC PIPE OR 2 CBJ 2109, CAJ 2098, CAJ 2167, CAJ 2371, CAJ 2342
PIPE OR CONDUIT (L.E. 2342 CONDUIT (L.E. PVC, CPVC, ABS, FRP, N
1. CLASSIFICATION TNL PVC, CPVC, ABS, FRP, ENT)
GROUP 'A-3' ASSEMBLY OCCUPANCY ENT) 3 (F:#/: fggj,zCAJ 2109, CAJ 2098, CAJ 2371, 3 CBJ 2109, CAJ 2098, CAJ 2371, CAJ 2342 E l ;
4 CBJ 2016, CAJ 2017 4 WJ 2057, WJ 2091 KEY PLAN
2. TYPE OF CONSTRUCTION TYPE I-B 1 FA 3007, CAJ 3095, CAJ 3180 1 WJ 3036, CAJ 3095, CAJ 3180, WJ 4035
"E" SATELLITE -
(FBC 2017 (6TH EDITION) - TABLE 504.3, 504.4 AND 506.2) gg\lﬁll_zEs OR BUNDLED ) FA 3007, CAJ 3095, CAJ 3180 SINGLE OR BUNDLED CABLES 2 WJ 3036, CAJ 3095, CAJ 3180, WJ 4035 — = "D-E" CONNECTOR|
3 CAJ 3095, CAJ 3180
- BUILDING HEIGHT: 180 FEET 399" 3 FA 3007, CAJ 3095, CAJ 3180 s WJ 3080
- NUMBER OF STORIES: 12 STORIES 3 STORIES 1 CAJ 4034, CAJ 4035 1 WJ 4027, CAJ 4034, CAJ 4035
- TOTAL FLOOR AREA: UN-LIMITED 90,400 SQ. FT. PER FLOOR ]
CABLE TRAY 2 CAJ 4034, CAJ 4035 CABLE TRAY 2 WJ 4027, CAJ 4034, CAJ 4035
3. FIRE RESISTIVE REQUIREMENTS: 3 CAJ 4034, CAJ 4035 T LOWER "E" | L
(FBC 2017 (6TH EDITION) TABLE 601) 3 CAJ 4034, CAJ 4035 4 WJ 8007 D
CC IIEH
1 E’; fgé‘gém 5017, CAJ 5090, CAJ 5091, 1 CAJ 5090, CAJ 5091, CAJ 5061, WJ 5042
PRIMARY STRUCTURAL FRAME IHR. IHR, SINGLE INSULATED
BEARING WALLS - EXTERIOR 2HR. 2HR. Spes o0 2 Fp D015, FA 017, CAJ 5090, CAJ 5091, SINGLE INSULATED PIPES 2 CAJ 5090, CAJ 5091, CAJ 5061, WJ 5042
BEARING WALLS - INTERIOR 2HR 2HR NON-COMBUSTIBLE MATERIALS 3 FA 5016, CAJ 5090, FA 5018 3 CAJ 5090, CAJ 5061
NON-BEARING WALLS AND PARTITIONS-EXTERIOR 1HR 1 HR A CBJ 5006 y CAJ 5006, W 5028
(PER TABLE 602) 1 CAJ 6006, CAJ 6017, FA 6002, CAJ 6036 1 CAJ 6006, CAJ 6017, CAJ 6036
NON-BEARING WALLS AND PARTITIONS - INTERIOR 0HR 0HR ELECTRICAL BUSWAY 2 CAJ 6006, CAJ 6017, FA 6002, CAJ 6036 ELECTRICAL BUSWAY 2 CAJ 6006, CAJ 6017, CAJ 6036
FLOOR CONSTRUCTION 2 HR 2 HR 3 CAJ 6006, CAJ 6017 3 CAJ 6006, CAJ 6017
NON-INSULATED 1 CAJ 7046, CAJ 7051, CAJ 7084 1 CAJ 7046, CAJ 7051, WJ 7021, WJ 7022
ROOF CONSTRUCTION 1HR 1HR DUCTWORK WITHOUT 2 CAJ 7046, CAJ 7051, CAJ 7084 \’;‘V?TNA'(')“STE’E/;\T'\AEF?EEF)%CTWORK 2 CAJ 7046, CAJ 7051, WJ 7021, WJ 7022
DAMPERS 3 CAJ 7046, CAJ 7051 3 CAJ 7046, CAJ 7051
4, FIRE SEPARATION BETWEEN OCCUPANCIES INSULATED 1 WJ 7029
(PER FBC 2017 (6TH EDITION) TABLE 706.4) DUCTWORK WITHOUT N/A N/A Wﬁ%%JE%EMSE&ORK No. Description Date
DAMPERS ) Wa 7029 1 BLDG DEPT. 12.11.20
A-3 2HR 2HR/2 HR TERMINAL SIDE VS RAMP SIDE COMMENTS
1 CAJ 8099, CAJ 8056, CAJ 8143 1 CAJ 8099, CAJ 8056, WJ 8007, CAJ 8143
5. SPRINKLER SYSTEM BUILDING HAS A SUPERVISED SPRINKLER SYSTEM THROUGHOUT
2 CAJ 8099, CAJ 8056, CAJ 8143 2 CAJ 8099, CAJ 8056, WJ 8007, CAJ 8143
6. ACCESSIBILITY: ALL AREAS WITHIN THE SCOPE OF THIS PROJECT WILL BE FULLY ACCESSIBLE MIXED PENETRANTS MIXED PENETRANTS
(PER FBC 2017 (6TH ED|T|0N) CHAPTER 11) 3 CAJ 8099, CAJ 8056 3 CAJ 8041, CAJ 8056, WJ 8007, CAJ 8099
4 CAJ 8095 4 CAJ 8095, WJ 8007
7. EGRESS CALCULATIONS: PER NFPA - 101:
WOOD FLOORS GYPSUM WALLBOARD ASSEMBLIES
MINIMUM CORRIDOR WIDTH 44"
MAXIMUM TRAVEL DISTANCE ALLOWED: A3 250 FEET (SEE LIFE SAFETY) TYPE OF PENETRANT F-RATING (HR) UL-CLASSIFIED SYSTEM TYPE OF PENETRANT F-RATING (HR) UL-CLASSIFIED SYSTEM Revisions
(FULLY/ AUTOMATIC SPLINKLER SYSTEM) 1 FC 1009. FC 1059 1 WL 1054, WL 1058, WL 1164 Copyright 2020(C) MOBIO Architecture, Inc
MAXIMUM DEAD-END ALLOWED: A3 20 FEET (SEE LIFE SAFETY) METAL PIPES OR ’ METAL PIPES OR CONDUIT 2 WL 1054, WL 1058, WL 1164 MDAD AAOO5A
CONDUIT 1 1 1
(FULLY/ AUTOMATIC SPLINKLER SYSTEM) 2 FC 1009, FC 1059 4 WL 1110, WL 1111, WL 1165 1-'CCE &SATELLITEE'& 'DTOE
chl)J“L/IlelOAI\:JigwA?IFCE;TIEI\T;LTEiAS\((EI%EM A3 20FEET (SEE LIFE SAFETY) 1 FC 2232, FC 2030, FC 2160, FC 2127, 1 WL 2078, WL 2075, WL 2128 CONNECTOR' - STUCCO AND PAINTING.
(FuLLY/ ) NONMETALLIC Eg 2322 o030 FC 3128 £C 217 NON-METALLIC PIPES OR CONDUIT 2 WL 2078, WL 2075, WL 2128 2 - CAMERAS, DOOR FRAMES HARDWARE
2 FC 2160 ’ ’ ’ 4 WL 2184, WL 2245 AND ACCESS CONTROL AT 'SATELLITE E'
8. DOOR RATING: ASSEMBLY DOOR RATING SINGLE OR 1 FC 3012, FC 3044 1 WL 3065, WL 3111, WL 3112 AND 'LOWER E'.
(PER NFPA 101, TABLE 8.3.42) BUNDLES CABLES , C 3012 SINGLE OR BUNDLES CABLES 2 WL 3065, V"\‘ft g};; WL 3112 3 - 'SATELLITE E' A-VDGS.
SMOKE COMPARTMENT 20 MINS. 1 WL 4011, WL 4019 4 - NEW LIGHTNING PROTECTION SYSTEM
ONE-HOUR 3/4 HOUR 1 FC 5004, FC 5037, FC 5036 CABLE TRAY 2 WL 4011, WL 4019 AT 'SATELLITE E' & 'LOWER E'.
TWO-HOUR 1HOUR 4 WL 8014 . )
THREE-HOUR 1_1/2 HOUR INSULATED PIPES 1 WL 5028, WL 5029, WL 5047 Sheet information
2 FC 5004, FC 5037 INSULATED PIPES 2 WL 5028, WL 5029, WL 5047 Date: OCTOBER 15, 2020
4 WL 5073 MOBIO project No: 18-007-20
ACCORDING TO NFPA 101, 13.2.2.2.5 - DELAYED - EGRESS LOCKS COMPLYING WITH 7.2.1.6.1 SHALL BE PERMITTED ON NON-INSULATED 1 WL 7017, WL 7040, WL 7042, WL 7155 ool NOTED
DOORS OTHER THAN MAIN ENTRANCE / EXIT DOORS. MECHANICAL 1 FC 7013 NON-INSULATED MECHANICAL
DUCTWORK WITHOUT DUCTWORK WITHOUT DAMPERS Drawn by: MOBIO
DAMPERS 2 WL 7040, WL 7042, WL 7155
9, FIRE EXTINGUISHERS: REQUIRED: Checked by: MOBIO
(1) MAXIMUM FLOOR AREA OF 11,250 SF. MECHANICAL INSULATED MECHANICAL ,
(2) MAXIMUM TRAVEL DISTANCE TO ANY EXTINGUISHERS SHALL NOT EXCEED 75 FEET. DUCTWORK WITHOUT BXA?IL\EV}S;K WITHOUT Title
CLASS 'B' AND 'C' FIRE EXTINGUISHERS SHALL BE LOCATED IN MECHANICAL, ELECTRICAL, TELECOM ROOMS, STORAGE DAMPERS 2 N/A 2 WL 7059, WL 7153, WL 7156, WL 7151
SPACES, AND UN-SUPERVISED AREAS, LIFE SAFETY CALCULATIONS
1 WL 1095, WL 8013
PROVIDED: ’ AND FIRE PENETRATION
2
SEE LIFE SAFETY PLANS FOR FIRE EXTINGUISHERS LOCATIONS. MIXED PENETRANTS 1 FC 8009, FC 8014, FC 8026, FC 8025 MIXED PENETRANTS 2 WL 1\/(3/?_5&\)/\1/: 8013
TOP OF FIRE EXTINGUISHER SHALL NOT EXCEED 5 FEET ABOVE FINISH FLOOR. SCHEDULE
** CONTACT HILTI FOR CURRENT UL-CLASSIFIED SYSTEM OR ENGINEER JUDGEMENT DRAWING: 1-800-879-8000
ACCORDING TO NFPA 101, 13.2.2.2.5 - DELAYED EGRESS LOCKS COMPLYING WITH 7.2.1.6.1 SHALL BE PERMITTED ON DOORS OTHER THAN MAIN ENTRANCE/EXIT DOORS.
NOTES: .
NOTE: 1. Jobsite conditions of each through-penetration firestop system must meet ALL details of the UL-Classified System selected. To the best of my knowle@ge and ability these
FUEL LINES AND PITS SHALL NOT BE WITHIN 100 FEET OF ANY POINT OF THE BUILDING FACADE 2. If jobsite conditions do not match any UL-Classified Systems in the schedules above, contact Hilti for alternative systems or Engineer Judgement Drawings: 1-800-879-8000. plans comply with the minimum standards of
3. Where more than one applicable UL-Classified System is listed in the schedules, choose the UL System which is most economical for each the Florida Building Code 6th Edition (2017)

through-penetration firestop system.
4. Coordinate work with other trades to assure that penetration opening sizes are approporiate for penetrant locations, and vice versa.
5. For 3-hour rated gypsum walls, contact Hilti for a UL-Classified System or Engineer Judgement Drawing: 1-800-879-8000.
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System No. W-J-1067

F Ratings — 1 and 2 Hr (See Items 1 and 3}
T Rating — 0 Hr
L Rating at Ambient — Less Than 1 CFM/Sq Ft
L Rating At 400 F — 4 CFM/'Sq Ft

SECTION A-A

1. Wall Assembly — Min 3-34 in. and Sin thick renforced g htasighl or norrmal weeg bl { 100-150 pef) cancrabe for 1and 2 b raled assamblias
respaciuvely. Wall mey 8lso b constructed af amy UL Clagsifad Concreds Blocks", Max diam of apening s 22-14 in
See Concrefe Blocks {CAZT) category in the Fire Resistance Directory for nemes of manufacturers
2. Thiough—Penelianls — One melallic pipe, canduil ar lubing 10 ba cenferad willun be irestop Syslem, The annular spacs shal be min Oin 1o
mex 2-114 in. Pipe meay be inslelad with conlinwous point contact, Fips, conduit or iube mey beinstdled at an en angle nat greater than 45
degrees from pempendicuar. Fipe, conduit or tuking to be igidy supparted on both sides of wal assemaly. The fdlowing types and szes of
mEkale ppes, condults o lubeng may be used
A, Stesl Fipe — Nom 30in. diam jor smaller] Schedu e 10 (or heavier) sted ppe
B. Irom Pipe — Mom 30in. dam {or smallen cast of ductle inon ppe.
C. Conduil — Mam 4 in. dam {or smallar) shed alacineal makallic lwbing of & m. dam or smallar) sheel condul.
. Copper Tubing — Mom & in. diam [or smaller] Type L jor heavier) copper fubing.
E. Copper Pipa — Mam G in, dam jor smallar) Begular (or haawar} copper pipa
3, Fill, ok or Canity Maleral®™ — Min S8 in, thickness of il mabenial appliad within Iha annulus, Tush wilh bolh surfaces of wal, Al Ihe poinl o
confinuous contact locations between ppe and wall, & min 12 in. dam bead of il matenal shal be applied at the pipe-wall interiace on both
surfacas of wall.
HILTICONSTRUCTION CHEMICALS, D OF HILTI ING — F5-0ne Sadanl
*Beanmg the LIL Qassfication Kark

System No. C-AJ-1226

F Ratimg — 3 Hr
T Rating — 0 Hr
L Rating At Ambiznt — Less Than 1 CFMiSg Ft
L Rafing At 400 F — 4 CFMSq Ft

<
(48

CTINELL
A

I—-
A SECTION A-A

1. Floor or Wall Assembly — Min d-172 in, thick reinforced lightweaght or normal weight [100-150 pof) concrete, Wall may a so be constructed of any
UL Clagsfied Concrete Blocks™. Max diam of opening is 32 in.

2 Melalic Slesve — [Oobonal) Nom 32 in. dlam (or smallar) Schedule 40 (or heawer) shes deesve casl o grovted inlo Toar o wall assamily, fush
with 1oor or wall surfaces or exlending a max of 3 in. above foor or beyond hoth surfaces of wall

28 Shisal Metal Sleeve — (Opbonal] M § i, dam, men 26 ga galv sheel proveded wilh a 26 ga galv sled souane lange spol waldad ko he Seove
al approx mid-haight, or fiush with bothom of seeve infloors, and sized o be & min of 2 in. larger than the desve diam. The slesve s lobe castin
place and may exiend & mae of 4 in. bow the bodtom of the deck and a mae of 1in. abovs the fop suacs of the concrase 1oor,

20, Sheal Mefal Seave — (Oplional) - Max 12 im0 diam, min 24 ga galv sled prowdad wlh & 24 ga galy skeel squara Nangs spol welded (o the
slesve & approw mid-height, or fush with botiom of slesve indoors, and sized to be & min of 2in. larger then the slesve diam. The sleeve is tobe
castin place and may extend a max of 4in. bedow the botiom of the deck and a max of 1in. abowve the top surface of the concrete floor,

3 Theough-Penstant — Ons metallic pips, Wbe of canduil 1o b imstaled silher concsntmcly of eccenlricaly wilhin tha Nrestop syslam. The
annular space bebween penetrent and periphery of opening shall be min 0 in dooint contact) be max 178 in. Penetrant may be installed with
continuous point contact. Penetrant 1o be rigidy supported on both sides of floor or wall assembly. The following tvpes and sizes of mesalic
penedrants may be used

A Bled Pipe — Mom 30 in. diam for smdler] Schedue 10 {or heavier) sied pips
B. Iron Pipe — hom 30 in. diam (or smalier) cas? or duchile mon ppe.
. Copper Fipe — Mom & in, dam {or smaler) Reqular {or heavier} copper pips
D. Copper Tubing — Mom &in. dism {or smaller] Type L ior heavierh copper fubing.
E. Camduil — Mam B in. dam {or sraller) shesl condiad.
F. Condudf — Mom 4 in, diam (or smaller) stesl elecirical mesallic tubing (EMT),
4 Firestop System — The firestop system shal consist of the following
A Packing Malamal — B A4 i thickness of mm 4 ped minsrd wood Ball insulabon iy packed inlo cpaning a8 a parmanant kaim. Packing
materid o be recessed from top suface of fioor or slemee or fram both suriaces of wall or Sesve as required to accommadate the required
thickmess of fll matena.
B. Fill, Vaid or Cavity Malsmal® — Sealant — Min 104 i, thickness of il maleria appied wilthin tha annulus, Biesh with kop sufacs of 1oor or
glesie of with bath surfaces of wal or deese Al the point or continuoes contactlocations between penetrant and concrede or slese, 3 min
174 in. diam bead ol fill material shall be applied at the concrete of d eaviel plpe penedrant interface on the top surface of Boor and on bath
surfaces of wall
HILTI CONSTRUCTION CHEMICALS, D4V OF HILTI ING —F5-One Sefant
*Bearing the UL O assilicabon Mark

System No. C-AJ-3095

F Rating - 3Hr
T Ratings - 0, 1/2 and 3/4 Hr (See ltem 3)

0

i

SECTION A-A

1. Floor or Wall Assembly — Min 2-1/2 in. (84 mm) thicx reinforced Ightweight or normal weaight (100150 pef or 1600 2400 kg'm3) concrete floor or
enirn 3 dn. (76 mm) heck re nforced lighbwesghl or nonmeal weight concenade wall, Wal may also be consfructad of amy UL Classified Concrale Blocks™.
e diam of opsneng 15 8 m. (152 mim|
See Conerele Blocks (CAZT) category in the Fire Resisience Directory for names of manufachurers.

2 Seave —(Colional) — Kam B in. (152 mm) diam [or sraler] Schedule 10 [or heaeer] slesl pipe cast or grouted inko Boor or wall agsembly, fugh
wilth foor or wal surfaces or exdending a maw 3in, [78 mm) abave the foor or both surfaces of the wal, If the sled deeve extends shove the foor
or both surfeces of the wall, the T Rating of the firestop system s 0 Hr,

3. Cables — Sggregale cross-seclional area af cables in opereng o be min 25 percant bo meax 45 percenl of lhe aggregals croes-sechonal area of
ihe opening. Cables tobe ngdy supported on Gofh sides of door or wall assembly, Amy combanation of the fallewing types and sizes of metallic
conducior o fiiber oplic calble may be used

A Max 00 Kol single coppear canneclon power cable wilth tharmoplaslic insulaion and payany chlonde [FWC] jackal Whan singla copper
conductor power catle s used, T Ratings 0 hr

B. Max 350 kemil single conductor prwer cablas with either duminum or copper conducions and crossdinked payetimdene (XPLE] insulation.
When ange alumenum conduclar power cable s used T Raling s 0 b, When sngle copper conduclar powar cabla s usad, T Haling is 102 br.

O Max 300 pair Mo, 24 ANG copper conduclor [elecammunicalion caties with pdyvind cilarids [FVE] msdabon and jackal malarial When
teecommunicaion cableis used, T Rafing s O Fr

O M thrss copper conneclar Mo, 6 AWG cable salh polydmy] chlands (PYC) insulabon and jackal malenal When mulb-connechor powe
caids s usad, T Raling is 0 b

E. Max 7 copper conductor Mo, 12 AWG multiconductor power and canindl cables with FVC o crossdinked payeiindens [XLPE) msulafion
and FC jacket. When multiconductor power and confrd cable is usad, T Rabing is 34 hr.

F. Muligla fibar opbical communicaion cablas jackabad with PvC and having a max awlside diam ol 172 in. Whan fibsr oplic cableis esed T
Fating ig 34 hr.

. Max 30 copper conductor Mo, 12 AWG with Bare aluminum ground, polyving chloride (PYC]) insulated sies, Miatal-dad cable=. When MC
cablais usad, T Raling is 0 hr
AFC CABLE SYSTEMS INC

H. Max 302 with ground 270 AW copper conducior SER cable with crossHinked polyethylens (XLPE) insulaion and polywingl chionde (FYC)
jackal. When SER calde is used, T Raling is O hr

. Max RGN comdal cable with poyethydene (PE) insuation and polydinyd chlande (FYC) jacket having a max cutside dameter of 34 in. When
coaxal cable s used T Haling s Ok

J, Fre Fasisive Cabiles® - Max 1-10 in (32 men) diam single comducior or muli conductar Type M1 catde, A min 1580, {3 mm) saparalion shall
te maintained etween M cabies and any atier iype of cable. When Fire Resisive Cables "are vsed, T Rating is 0 hr

%, Throwgh Penslraling Producl® — Ary Cables, Mala-Clad Catle+ or Armored Cables cumanlly Qasstied undss the Through Penalrating
Froducts calagary
e Through Penstrating Product (XHLY ) category in the Fire Resstance Directory for names of manufacturers,

4. Packing Materid — Min 2 in. (91 mim) thickress of min 2.0 pef (54 kgim3) mineral wool balt i nsulaben fimily gacked info opening a5 & pemanent
farm. Packing malanal i3 ba racessed 102 in. [13 mm) fram tap surface of Aaar of from Bath surfaces af wall as required 1o accommadals Tha fll
matera. If the steel sleeve (ikem 2) exfends abaove the fop of the oo, the packing material shal be flush wih the boftom sutace of the foor.

5. Fib, Void or Cavity Material® — Sealant — Min 152 in {15 mm) thickness of fll material applied within the annulus, fushwith bop surface of foor or
wiflh bofh surfaces of wall
HILTICOMSTRUCTION CHEMMCALS, T OF HILTH NG = F5-Cine Sedant

"Bearing the UL Qassificaton Mark

+Baering the LIL Lisling Mark

System No. W-L-1054

AMSIUL1ETS (ASTM ES14)
F Ratings —1 and 2 Hr (32 Bams 1 and 3)
T Rating — 0 Hr
L Rafng at Ambignt — Lass Than 1 CFM/sq fi
L Rakng al 400 F — Less Than 1 CFMisg Tl

-

SECTION A-A

1. Wall Assembiy — The 1 or 2 hr fire-rated gypeum wallboard'stud wall essembly shall be consiruched of the materizls and in the manner specifisd
in the indvidugl L1300 or U400 Series Wall and Parliion Designs in the LIL Fire Resistance Directory and shall indwde the fdlawing construction
laaluras

A, Shuds —Wall framing may consisi of either wood sfuds or siesl channd siuds. Wood sheds o consist of nom 2 by 4 in, {51 by 102 mm|
umber spaced 16 in. (4085 mm) O Sted studs to be min 2-142 in. (6£ mm) wide and spaced max 24 m_ (510 mm) OC. When steed sfuds are
used and the dam of opening excesds the width of siud cawty, be opening shall be framed on all sides using lenglhs of sleel slud inslalad
befwesn fe verlicd siuds and screw-atlached i the stedl studs ateach end The framed opaning in the wall shall be 4 o & in, (102 o 152
ey wadker and 4 ba 6 16, (102 1o 152 men) higher than the dam of the penelrabing e sech thal, when e penetrabng (e s instaled in e
apmnng, &2 19 3 in. 31 b FG mm) clearance 15 presenl babsean [he penalraling Beom and he raming on al [owr sdes

B. Gypeum Board” — 38 in. [16 mm) thick, 4 fI {122 ¢m} wide with square or tapered edges. The gyosum board type, thickness, number of
ayers, fastenar lype and shaal onenlalan shall be as spacibad in the indduea LEO0 o U400 Senas Design in the UL Firg Hesslanos
Direclory. Max diam of apsning = 32-104 in. [818 mm) for sheal elnd walls. Max diam ol cpaning is 14-002 in (388 mm] for wood slud wals.

The: F and FH Ralings of the frastop system are equal io e fire rating of the wall assembly

2. Through-Fenetrants — One metallic pips, conduit or fubing to be insidled either concendncally or ecceniricaly within the firestop sysiem, The
annular space shal be rmin 0in o me 22104 in. (37 mm). Pipe may be installed with cortinuaus point contact. Pipe, conduit o fubing o be rgidy
supported om both sides of wall assemdly. The Tollwing types and szes of mesallic pipes, conduits or ubing may be wsed

A, Sled Pipe — Mom 30in, (762 mm) diam [or smaller} Schedule 10 [or heavier) sied ppe

8. Iron Pipe — Mom 3 in. (762 mm) dam {or smallen) cast or ductie iron plpe.

C.Gordul — Mosmd i (102 mm) diam [or smaler) shesl elacincal mabalc bing of G in. {158 mm) . diam shesl condult
[, Copper Tubing = Mom & in, {152 mm| diam {or smaller) Type L {or heavier] coppar fubing

E. Copper Fipe — dom Gin. (152 mm) diam (or smaller) regular {or heavier) copper plpe.

3, Fill, Vioid or Cenity Material® — Seaant — Min 33 in. [16 mm) thickness of il materal applied within the amnus, Aush with bath surfaces of wall
Al the point or continuous contact locations batween pipe and wall, a min 152 in. (13 mm) diam t2ad of il materid shall be apgied at the pipe wal
inlerface on bath surlaces of wall
HILTICONSTRUCT QN CHEMICALS, DIV OF HILTI NG — FE0ne Sedant or F5-0ME MAX Inlumescent Sealant

¥ Indicales such products shall bear the UL of cUL Carfificabon Mark for junsdclions emplong the UL or GUL CeriBicabon {such as Canada),
respatlively

System No. W-L-1164
F Ratings — 1 and 2 Hr (See [tems 1 and 4)

T Rating —0Hr /@

|—-A 2 |l/“__4l..-
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SECTION A-A

1. Wall Assambly — The 1 or 2 br fire-rated gypsum wallboardrstud wall assembly shal be constructed of the malenals andin the manner described
in the individeal U400 Sanes Wall or Parlifon Desiqn in the UL Fire Ressslancs Direclary and shall nclude the following conslruclion fsalunas:

A Sluds — Wl framing may consig] of sither wood shuds or slaél channsl sluds Woad sleds 1o consis ol nom 2 by 4 in, lumber spaced 16
in. OC. Shed shuds fobe rmin 2152 in. wide and spaced max 24 in, 00, When stedt studs gre used and the diam of apenng excesds the
widih of sbud cavily, the opening shall be frarmed an all sides using lenglhs of sled stud instaled betwesan e verbeal shids and
serew-altached 1o the stedl shuds at each end. The framed apening in the wall shall be 4 to 6 in wider and 4 1o G in. sgher than the dam of
the penedrating flem such thet, when the perefraling item s instaled in the opening, @ 2 to 3 in. dearance is presant betwesn the
penetrating Femand the framing on all four sides.

B. Gypsum Board™ — The gypsum wallboard type, Ickness number of layers, fastener bvpe and shesl enenlaion shall be as specded in te
indwidug LEOD or U400 Senes Design in the LIL Fire Resistance Direclory, Max diam of apering in sted shud wallsis 33n.. Max dam of
openings inwood stud walls = 14112 in.

The hourly F Rating of the firestop system is equal b the houry fre rating of the wall assemoly inwhich it instaled

2 Sled Saaya — Nom 32 in, diam [of smaller) Schedula 40 jor haawar) sleel pipa deeva frickon i in pam 32 in. diam arcular opaning cul Birough
g board layers. Lenglh of stedl seeve to be equal fo thickiness of wall.

3. Thrawgh-Penefrant — Crie metellic pipe. condut or ubing instaled ether concentricaly or eccenincaly within the firesiop system. The annular
soacs babwesn pipe, conduit or lubing and the sled slesva shall be min aof Din. [poenl cantact) 1o max -8 in. Pipe, conduil ar ubing 1o be rgidy
supporiad on bath sices of wall assembly. The following types and sizes of metalic pipes, conduts or tubing may be usad;

A Eled Pipe — Mom 300, dam (or smalles) Schedule 10 jor heaver) sheel pipe.

E. Iran Pipe — ham 30 in. dam (or smaller) sengce weighl Jor heavier) cast inon sol pipe or Qass 50 (or haawear) duchle iron pressure pipe.

. Conduif — Nom 4 in.diam {or smaller) stesl dectrical medallic fubing

0. Copper Tubing — Mom & in. diam {or smaller) Type L {or heavies) copper fubing.

E. Copper Fipe — Mom & in. dam {or smaller) Regular for heaver) copper plpe

4. Fil, Vioid ar Cenaly Matenal®-Seadant — Min 208 in, and -1 in. thickness of §ll material applied wilthin annilus, fush with balh surieces of well
gssembly for 1 .or 2 hr rabed walls, respaciively. Min 102 in. diam bead of caulk appiisd to the penatrantigypsumboard interface af ihe point conlact
location on both sices of wall,

HILTI CONSTRUCTION CHEMICALS, DIV OF
HILTH ING — FS-0ONE Sealant
*Baaring the UL Qasshoation Mark

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.

Ve
o ¥

MIAMI INTERNATIONAL AIRPORT

MIAMI-DADE AVIATION DEPARTMENT
MIAMI INTERNATIONAL AIRPORT

2100 NW 42ND AVENUE
MIAMI, FLORIDA 33126

MOBIO

Architecture, Inc.

6303 Blue Lagoon Drive, Suite 310
Miami, Florida 33126
786.376.1232

www.mobioarchitecture.com
AA 26002724 contact@mobioarchitecture.com

EDDIE A. ALVARADO, R.A., NCARB
REGISTERED ARCHITECT
AR96663 NCARB 76660

STRUCTURAL

RS&H, INC.

6303 Blue Lagoon Drive, Suite 325
Miami, Florida 33126

ELECTRICAL AND LIGHTNING PROTECTION
LOUIS J . AGUIRRE & ASSOCIATES, P.A.
9150 South Dadeland Blvd., Suite 900
Miami, Florida 33156

SECURITY CONSULTING SERVICES
ROSS & BARUZZINI, INC.

7200 NW 19th Street, Suite 305
Miami, Florida 33126

Ross{ Baruzzini

N

KEY PLAN

"E" SATELLITE
] "D-E" CONNECTOR
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Copyright 2020(C) MOBIO Architecture, Inc
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1-'CCE&SATELLITEE'&'DTOE
CONNECTOR' - STUCCO AND PAINTING.

2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.

3 - 'SATELLITE E' A-VDGS.

4 - NEW LIGHTNING PROTECTION SYSTEM
AT 'SATELLITE E' & 'LOWER E'.
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FIRE PENETRATION DETAILS

To the best of my knowledge and ability these
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the Florida Building Code 6th Edition (2017)
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1

DOOR #E11101

STAIR CAPACITY: 160 PEOPLE
DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE

P-------------------------

DOOR # EO0/101

STAIR CAPACITY: 140 PEOPLE
DOOR CAPACITY: 300 PEOPLE
EGRESS CAPACITY: 300 PEOPLE
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DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE

/ PUBLIC \:)IO | ' : / . 7L o
}/-7\\ \WAY | ' / /
DEe g L
--- =/ Gg 9 -
Toeaow ! - 10
DOOR # E10101 —ead 10
STAIR CAPACITY: 140 PEOPLE pad . T

DOOR # EO06101

STAIR CAPACITY: 166 PEOPLE

DOOR CAPACITY: 300 PEOPLE

EGRESS CAPACITY: 300 PEOPLE

RAMP LEVEL PARTIAL LIFE SAFETY PLAN (E1-2) o 8 1 32

— e —
SCALE: 1/16"=1'-0" SCALE IN FEET

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.

GENERAL LIFE SAFETY NOTES

LIFE SAFETY SYMBOLS LEGEND

1. LIFE SAFETY ELEMENTS SUCH AS FIRE EXTINGUISHERS, FIRE EXTINGUISHER CABINETS, STROBE LIGHTS AND HORNS, FIRE ALARM
DEVICES, AND EXIT SIGNS ARE EXISTING TO REMAIN. THESE ARE SHOWN FOR REFERENCE ONLY.

2. ALL SPACES OVER 100 NSF OR GREATER THAN 50 OCCUPANTS SHALL BE PROVIDED WITH PANIC HARDWARE AT ALL REQUIRED
EXIT DOORS/GATES AND MAXIMUM OCCUPANT SIGNS AS REQUIRED.

3. ALL REQUIRED EXIT DOORS AND STAIR ACCESS DOORS TO BE PROVIDED WITH PANIC HARDWARE IN ACCORDANCE WITH FBC
AND FFPC.

4. ACCESSIBLE MEANS OF EGRESS MUST BE MAINTAINED THROUGHOUT THE DURATION OF CONSTRUCTION. THE WORK IS TO BE
DONE WITHOUT INTERRUPTION OF SAFETY TO LIFE.

5. ACCORDING TO NFPA 101,13.2.2.2.5 - DELAYED EGRESS LOCKS COMPLYING WITH 7.2.1.6.1 SHALL BE PERMITTED ON DOORS
OTHER THAN MAIN ENTRANCE/EXIT DOORS.

6. REFER TO LS000.00 FOR LIFE SAFETY INFORMATION

7. REFER TO LS000.00 FOR ADDITIONAL LEGEND INFORMATION

8. REFER TO LS000.00 FOR TYPICAL FIRE ASSEMBLY PENETRATION SCHEDULE

FULL HEIGHT SMOKE RESISTANT WALL

1- HOUR WALL SEPARATION RATING

2- HOUR WALL SEPARATION RATING

TRAVEL DISTANCE TO EXIT
(ONLY FARTHEST CONDITION SHOWN FOR CLARITY)

LIFE SAFETY MASTER PLAN ZONES

MOST REMOTE POINT EXIT DISTANCE

[LLUMINATED EXIT SIGN
(DIRECTION OF TRAVEL)

DENOTES EXISTING

DENOTES NEW

FIRE ALARM MANUAL PULL STATION

(N) -
AN /
ILLUMINATED EXIT SIGN @ HORN/ STROBE
PERPENDICULAR TO WALL . N
F.E.
8 ILLUMINATED EXIT SIGN ‘(5 FIRE EXTINGUISHER- WALL MOUNTED
FIRE ALARM FLASHING LIGHT WITH (SPEAKER-HORN) F.E.C FIRE EXTINGUISHER CABINET
=

NUMBER OF OCCUPANTS

\( FIRE SIAMESE CONNECTION

(WALL OR HYDRANT)

FIRE DEPARTMENT VALVE
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1-'CCE&SATELLITEE'&'DTOE
CONNECTOR' - STUCCO AND PAINTING.

2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.

3 - 'SATELLITE E' A-VDGS.

4 - NEW LIGHTNING PROTECTION SYSTEM
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RAMP LEVEL PARTIAL LIFE
SAFETY PLAN (E1-2)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)
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DOOR # E05101

STAIR CAPACITY: 126 PEOPLE
DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE
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DOOR # EO4101

STAIR CAPACITY: 126 PEOPLE
DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE

RAMP LEVEL PARTIAL LIFE SAFETY PLAN (E1-1) o 8 1 32

SCALE: 1/16"=1'-0"
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SCALE IN FEET
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DOOR # E02102

STAIR CAPACITY: 146 PEOPLE

DOOR CAPACITY: 180 PEOPLE

EGRESS CAPACITY: 180 PEOPLE
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DOOR # ET106

STAIR CAPACITY: 226 PEOPLE

DOOR CAPACITY: 360 PEOPLE

EGRESS CAPACITY: 360 PEOPLE

| s
: [
T 3
B ‘ o
& Y
E1678 ‘ ‘
PUBLIC
WAY
VEL DISTANCE 8'-10"
_//
AN
<
AN
L
| < |

J

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.

GENERAL LIFE SAFETY NOTES

LIFE SAFETY SYMBOLS LEGEND

1. LIFE SAFETY ELEMENTS SUCH AS FIRE EXTINGUISHERS, FIRE EXTINGUISHER CABINETS, STROBE LIGHTS AND HORNS, FIRE ALARM
DEVICES, AND EXIT SIGNS ARE EXISTING TO REMAIN. THESE ARE SHOWN FOR REFERENCE ONLY.

2. ALL SPACES OVER 100 NSF OR GREATER THAN 50 OCCUPANTS SHALL BE PROVIDED WITH PANIC HARDWARE AT ALL REQUIRED
EXIT DOORS/GATES AND MAXIMUM OCCUPANT SIGNS AS REQUIRED.

3. ALL REQUIRED EXIT DOORS AND STAIR ACCESS DOORS TO BE PROVIDED WITH PANIC HARDWARE IN ACCORDANCE WITH FBC
AND FFPC.

4. ACCESSIBLE MEANS OF EGRESS MUST BE MAINTAINED THROUGHOUT THE DURATION OF CONSTRUCTION. THE WORK IS TO BE
DONE WITHOUT INTERRUPTION OF SAFETY TO LIFE.

5. ACCORDING TO NFPA 101,13.2.2.2.5 - DELAYED EGRESS LOCKS COMPLYING WITH 7.2.1.6.1 SHALL BE PERMITTED ON DOORS
OTHER THAN MAIN ENTRANCE/EXIT DOORS.

6. REFER TO LS000.00 FOR LIFE SAFETY INFORMATION

7. REFER TO LS000.00 FOR ADDITIONAL LEGEND INFORMATION

8. REFER TO LS000.00 FOR TYPICAL FIRE ASSEMBLY PENETRATION SCHEDULE

FULL HEIGHT SMOKE RESISTANT WALL

1- HOUR WALL SEPARATION RATING

2- HOUR WALL SEPARATION RATING

TRAVEL DISTANCE TO EXIT
(ONLY FARTHEST CONDITION SHOWN FOR CLARITY)

LIFE SAFETY MASTER PLAN ZONES

MOST REMOTE POINT EXIT DISTANCE

ILLUMINATED EXIT SIGN
(DIRECTION OF TRAVEL)

DENOTES EXISTING

DENOTES NEW

(N) -
AN e
ILLUMINATED EXIT SIGN @
PERPENDICULAR TO WALL PN
8 F.E.
ILLUMINATED EXIT SIGN &
FIRE ALARM FLASHING LIGHT WITH (SPEAKER-HORN) FE.C
I

FIRE ALARM MANUAL PULL STATION NUMBER OF OCCUPANTS

FIRE SIAMESE CONNECTION

HORN/ STROBE \r
(WALL OR HYDRANT)

FIRE EXTINGUISHER- WALL MOUNTED D{bﬂ

FIRE EXTINGUISHER CABINET

FIRE DEPARTMENT VALVE
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1-'CCE&SATELLITEE'&'DTOE
CONNECTOR' - STUCCO AND PAINTING.

2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.

3 - 'SATELLITE E' A-VDGS.

4 - NEW LIGHTNING PROTECTION SYSTEM
AT 'SATELLITE E' & 'LOWER E'.
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RAMP LEVEL PARTIAL LIFE
SAFETY PLAN (E1-1)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)
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DOOR # E10202

STAIR CAPACITY: 140 PEOPLE

DOOR # E110202

STAIR CAPACITY: 120 PEOPLE

DOOR CAPACITY: 180 PEOPLE

EGRESS CAPACITY: 180 PEOPLE

DOOR CAPACITY: 180 PEOPLE

EGRESS CAPACITY: 180 PEOPLE

SECOND LEVEL PARTIAL LIFE SAFETY PLAN (E2-2) o & 16 32

e ey —

1 SCALE: 1/16"=1-0"

SCALE IN FEET

DOOR # EQ7203

STAIR CAPACITY: 180 PEOPLE
DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE

DOOR # E06202

STAIR CAPACITY: 160 PEOPLE
DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE

DOOR # E06203

STAIR CAPACITY: 173 PEOPLE
DOOR CAPACITY: 180 PEOPLE
EGRESS CAPACITY: 180 PEOPLE

THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT
TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.

GENERAL LIFE SAFETY NOTES

LIFE SAFETY SYMBOLS LEGEND

1. LIFE SAFETY ELEMENTS SUCH AS FIRE EXTINGUISHERS, FIRE EXTINGUISHER CABINETS, STROBE LIGHTS AND HORNS, FIRE ALARM
DEVICES, AND EXIT SIGNS ARE EXISTING TO REMAIN. THESE ARE SHOWN FOR REFERENCE ONLY.

2. ALL SPACES OVER 100 NSF OR GREATER THAN 50 OCCUPANTS SHALL BE PROVIDED WITH PANIC HARDWARE AT ALL REQUIRED
EXIT DOORS/GATES AND MAXIMUM OCCUPANT SIGNS AS REQUIRED.

3. ALL REQUIRED EXIT DOORS AND STAIR ACCESS DOORS TO BE PROVIDED WITH PANIC HARDWARE IN ACCORDANCE WITH FBC
AND FFPC.

4. ACCESSIBLE MEANS OF EGRESS MUST BE MAINTAINED THROUGHOUT THE DURATION OF CONSTRUCTION. THE WORK IS TO BE
DONE WITHOUT INTERRUPTION OF SAFETY TO LIFE.

5. ACCORDING TO NFPA 101,13.2.2.2.5 - DELAYED EGRESS LOCKS COMPLYING WITH 7.2.1.6.1 SHALL BE PERMITTED ON DOORS
OTHER THAN MAIN ENTRANCE/EXIT DOORS.

6. REFER TO LS000.00 FOR LIFE SAFETY INFORMATION

7. REFER TO LS000.00 FOR ADDITIONAL LEGEND INFORMATION

8. REFER TO LS000.00 FOR TYPICAL FIRE ASSEMBLY PENETRATION SCHEDULE

X X X N X X J FULL HEIGHT SMOKE RESISTANT WALL

-> o amn ¢ ez ¢ am 1- HOUR WALL SEPARATION RATING
el — 2- HOUR WALL SEPARATION RATING
————— ) TRAVEL DISTANCE TO EXIT

(ONLY FARTHEST CONDITION SHOWN FOR CLARITY)

O— = = = =

LIFE SAFETY MASTER PLAN ZONES

N) DENOTES NEW - FIRE ALARM MANUAL PULL STATION NUMBER OF OCCUPANTS

—_

MOST REMOTE POINT EXIT DISTANCE ILLUMINATED EXIT SIGN @ HORN/ STROBE T FIRE SIAMESE CONNECTION
PERPENDICULAR TO WALL P (WALL OR HYDRANT)
F.E.
ILLUMINATED EXIT SIGN 8 ILLUMINATED EXIT SIGN FIRE EXTINGUISHER- WALL MOUNTED FIRE DEPARTMENT VALVE
(DIRECTION OF TRAVEL) ®
DENOTES EXISTING } FIRE ALARM FLASHING LIGHT WITH (SPEAKER-HORN) FE.C FIRE EXTINGUISHER CABINET
[

Ve
o ¥

MIAMI INTERNATIONAL AIRPORT

MIAMI-DADE AVIATION DEPARTMENT
MIAMI INTERNATIONAL AIRPORT

2100 NW 42ND AVENUE
MIAMI, FLORIDA 33126

MOBIO

Architecture, Inc.

6303 Blue Lagoon Drive, Suite 310
Miami, Florida 33126
786.376.1232

www.mobioarchitecture.com
AA 26002724 contact@mobioarchitecture.com

EDDIE A. ALVARADO, R.A., NCARB
REGISTERED ARCHITECT
AR96663 NCARB 76660

STRUCTURAL

RS&H, INC.

6303 Blue Lagoon Drive, Suite 325
Miami, Florida 33126

ELECTRICAL AND LIGHTNING PROTECTION
LOUIS J . AGUIRRE & ASSOCIATES, P.A.
9150 South Dadeland Blvd., Suite 900
Miami, Florida 33156

SECURITY CONSULTING SERVICES
ROSS & BARUZZINI, INC.

7200 NW 19th Street, Suite 305
Miami, Florida 33126

Ross{ Baruzzini

N

@ KEY PLAN
"E" SATELLITE —
- "D-E" CONNECTOR|
7 V)
| | 07 7
i ] S
™ |
| —
I LOWER "E" |
CCUE
No. Description Date
Revisions
Copyright 2020(C) MOBIO Architecture, Inc
MDAD AAOOSA

1-'CCE&SATELLITEE'&'DTOE
CONNECTOR' - STUCCO AND PAINTING.

2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.

3 - 'SATELLITE E' A-VDGS.

4 - NEW LIGHTNING PROTECTION SYSTEM
AT 'SATELLITE E' & 'LOWER E'.

Sheet information

Date: OCTOBER 15, 2020
MOBIO project No: 18-007-20
Scale: AS NOTED
Drawn by: MOBIO
Checked by: MOBIO
Approved by: AFM/EAA
Title

SECOND LEVEL PARTIAL LIFE
SAFETY PLAN (E2-2)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)

Sheet

15102.01

PHASE 3C
100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
FOR CONSTRUCTION




/ ya ’ ’
4 L3 ’ [ A ———
' 4 ch S 4 l 4 B e o
J 4| DOOR # E05205 Y 4 T

VU-4

Ve
o ¥

MIAMI INTERNATIONAL AIRPORT

% N MIAMI-DADE AVIATION DEPARTMENT
E2

| ]

i (T S G # | STAIR CAPACITY: 126 PEOPLE Y A
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MIAMI INTERNATIONAL AIRPORT
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J | Architecture, Inc.
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4 - NEW LIGHTNING PROTECTION SYSTEM
E2665 AT 'SATELLITE E' & 'LOWER E'.

=
STAIR CAPACITY: 140 PEOPLE STAIR CAPACITY: 126 PEOPLE ----------
DOOR CAPACITY: 180 PEOPLE DOOR CAPACITY: 180 PEOPLE -
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GENERAL LIFE SAFETY NOTES

LIFE SAFETY SYMBOLS LEGEND

1. LIFE SAFETY ELEMENTS SUCH AS FIRE EXTINGUISHERS, FIRE EXTINGUISHER CABINETS, STROBE LIGHTS AND HORNS, FIRE ALARM
DEVICES, AND EXIT SIGNS ARE EXISTING TO REMAIN. THESE ARE SHOWN FOR REFERENCE ONLY.

2. ALL SPACES OVER 100 NSF OR GREATER THAN 50 OCCUPANTS SHALL BE PROVIDED WITH PANIC HARDWARE AT ALL REQUIRED
EXIT DOORS/GATES AND MAXIMUM OCCUPANT SIGNS AS REQUIRED.

3. ALL REQUIRED EXIT DOORS AND STAIR ACCESS DOORS TO BE PROVIDED WITH PANIC HARDWARE IN ACCORDANCE WITH FBC
AND FFPC.

4. ACCESSIBLE MEANS OF EGRESS MUST BE MAINTAINED THROUGHOUT THE DURATION OF CONSTRUCTION. THE WORK IS TO BE
DONE WITHOUT INTERRUPTION OF SAFETY TO LIFE.

5. ACCORDING TO NFPA 101,13.2.2.2.5 - DELAYED EGRESS LOCKS COMPLYING WITH 7.2.1.6.1 SHALL BE PERMITTED ON DOORS
OTHER THAN MAIN ENTRANCE/EXIT DOORS.

6. REFER TO LS000.00 FOR LIFE SAFETY INFORMATION

7. REFER TO LS000.00 FOR ADDITIONAL LEGEND INFORMATION

8. REFER TO LS000.00 FOR TYPICAL FIRE ASSEMBLY PENETRATION SCHEDULE
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1 - RAMP LEVEL OVERALL DEMOLITION PLAN
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DEMOLITION NOTES:

1. DEMOLISH AND REMOVE ALL EXISTING ITEMS AND ACCESSORIES AS INDICATED IN THE CONTRACT DOCUMENTS AND/OR AS
REQUIRED TO ACCOMPLISH THE NEW WORK OF THIS CONTRACT FOR STUCCO, PAINT, LIGHTNING PROTECTION AND A-VDGS SYSTEM.

2. REMOVE ALL STUCCO SURFACES AS INDICATED IN THE CONTRACT DOCUMENTS.
010" 2% 50'
3. THE CONTRACTOR SHALL REMOVE ALL PORTABLE FURNITURE TO AND FROM OCCUPIED AREAS OF THE WORK PRIOR TO DEMOLISHING EXISTING AREAS. THE CONTRACTOR SHALL
HAVE NO SALVAGE RIGHTS TO SUCH PORTABLE ITEMS. THECONTRACTOR SHALL COORDINATE SUCH REMOVAL AND RELOCATE TO OR DISCHARGE OF AS DIRECTED BY MDAD.

SCALE:

1" = 50'-0"

SCALE IN FEET
4. THESE DRAWINGS HAVE BEEN PREPARED FROM AS-BUILT DRAWINGS AND SITE CONDITIONS VISIBLE AT THE TIME OF SITE VISITS. THE CONTRACTOR

SHALL VERIFY ALL CONDITIONS IN THE FIELD AND REPORT ANY DISCREPANCY TO THE ARCHITECT/ENGINEER BEFORE BEGINNING THE WORK.

5. REFER TO SPECIFICATION SECTION 02 11 17 FOR SAFETY CONSIDERATIONS CONCERNING DEMOLITION AND REMOVAL WORK.

SPECIFIC DEMOLITION NOTES:

6. THE CONTRACTOR'S WORK MUST OCCUR WITHOUT DISRUPTION TO ONGOING OPERATIONS IN THE ADJACENT AREAS OF THE TERMINAL FACILITIES. THE DEMOLITION, REMOVAL AND REPAIR
WORK BY THE CONTRACTOR SHALL NOT INTERFERE WITH, DEGRADE, OR DAMAGE BUILDING SYSTEMS NEEDED TO REMAIN IN OPERATION THAT OCCUR WITHIN THE PROJECT AREA.

7. THE CONTRACTOR SHALL PROVIDE ALL TEMPORARY SCAFFOLDING, PLATFORMS, BARRICADES, RAILINGS, SCREENING, ETC. NECESSARY TO PROTECT EXISTING FACILITIES, STRUCTURES,
EQUIPMENT, VEHICLES, RAMP PERSONNEL DURING DEMOLITION, NEW CONSTRUCTION AND FOR JOB SITE SAFETY. DEMOLITION, CONSTRUCTION, AND SAFETY PROCEDURES ARE THE SOLE
RESPONSIBILITY OF THE CONTRACTOR. THE CONTRACTOR SHALL TAKE ALL PRECAUTIONS TO MINIMIZE VIBRATION, NOISE, DUST, AND DEBRIS IN AREAS ADJACENT TO WORK IN PROGRESS.

8. THE SCOPE OF WORK OF THIS PROJECT OCCUR AT AREAS WHERE EXISTING BUS TERMINALS, BUS PARKING AREAS, BAGGAGE HANDLING OPERATIONS TAKE PLACE. TERMINAL GATES FOR
WIDE BODY AIRPLANES WITH DAILY FLIGHTS, INTERNATIONAL FLIGHTS AND INTERNATIONAL LUGGAGE ARE OPERATIONAL. THE CONTRACTOR SHALL COORDINATE CONSTRUCTION
ACTIVITIES WITH ONGOING OPERATIONS AND SUBMIT SCHEDULE OF CONSTRUCTION ACTIVITIES FOR MDAD'S APPROVAL PRIOR TO THE TEMPORARY SUSPENSION OF USE OF FACILITIES, OR
PORTIONS THEREOF. ALL BARRICADES, TEMPORARY PROTECTION STRUCTURES AT THESE AREAS MUST BE APPROVED BY MDAD FOURTEEN (14) DAYS PRIOR TO COMMENCING WORK.

9. THE CONTRACTOR SHALL COORDINATE WITH OWNER FOR ALL NECESSARY INTERFERENCE OR INTERRUPTIONS OF UTILITY SERVICES PRIOR TO COMMENCING WORK.
THE CONTRACTOR IS TO SUBMIT WRITTEN REQUEST TO MDAD'S PROJECT MANAGER AT LEAST SEVEN (7) DAYS IN ADVANCE.

10. ALL DEMOLITION WORK PERFORMED TO INTERFACE WITH NEW CONSTRUCTION SHALL BE COMPLETED WITH MINIMAL
DAMAGE TO FINISHES TO ALLOW FOR PROPER REPAIR AND REPLACEMENT TO MATCH NEW WORK.

11. THE CONTRACTOR SHALL PROVIDE NECESSARY PROTECTION AND TEMPORARY CLOSURES FOR WALLS, FASCIAS, SOFFITS, ROOF PARAPETS, AND OTHER OPENINGS OF EXISTING FACILITIES TO
PREVENT DAMAGE FROM EXPOSURE FROM UNDESIRABLE ELEMENTS. ALL PROTECTION AND TEMPORARY CLOSURES WILL BE REMOVED BY THE CONTRACTOR AFTER THE WORK IS COMPLETED.

12. THE CONTRACTOR SHALL RESTORE AREAS OF DEMOLITION TO ACCEPTABLE USEABLE CONDITION IN ACCORDANCE WITH CONTRACT DOCUMENTS AS
DETERMINED BY MIAMI DADE AVIATION DEPARTMENT, BUILDING CODES HAVING JURISDICTION, AND THE ARCHITECT/ENGINEER OF RECORD.

13. THE CONTRACTOR SHALL REMOVE FROM THE SITE AND LEGALLY DISPOSE OF ALL DEBRIS GENERATED BY THE DEMOLITION WORK AS THE WORK PROGRESSES.
STOCKPILING OF DEBRIS AND BURNING OF DEBRIS ON AIRPORT PREMISES IS STRICTLY PROHIBITED. FOLLOW SPECIFICATION SECTION 02 11 17 SELECTIVE DEMOLITION.

14. CONTRACTOR TO PROTECT THROUGHOUT CONSTRUCTION ALL EXISTING EQUIPMENT TO REMAIN. DAMAGED EQUIPMENT IS TO BE REPAIRED AND/OR
REPLACED AT NO EXTRA COST AND TO THE SATISFACTION OF MDAD.

15. CONTRACTOR TO COORDINATE THE WORK SHOWN ON THE DRAWINGS WITH ALL SECTIONS OF THE PROJECT SPECIFICATIONS AS REQUIRED.

16. AT AREAS WHERE STUCCCO IS TO BE REMOVED UP TO THE ROOFING SYSTEM COUNTER FLASHING, THE CONTRACTOR IS TO COORDINATE
THE REMOVAL WITH MDAD'S ROOFING MANUFACTURER.
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* SOME NOTES MAY NOT APPLY TO THIS SHEET

PROJECT LIMIT LINE

DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE

EXP. TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND PAINT TO REMAIN

STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES
EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

DEMOLISH EXISTING METAL CORNER GUARDS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.
LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH
MDAD OPERATIONS

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS
THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN
EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING JERSEY BARRIER
TO REMAIN

REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY
LOCATION WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY
THE REPAIR, REINSTALL CABINET TO
ORIGINAL LOCATION

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.

2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING

ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.

8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO

INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.

CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

1 - SATELLITE "E" RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 01)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)
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SOME NOTES MAY NOT APPLY TO THIS SHEET

EXP.

PROJECT LIMIT LINE
DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE
TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND PAINT TO REMAIN

STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES
EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

DEMOLISH EXISTING METAL CORNER GUARDS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.
LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH
MDAD OPERATIONS

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS
THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN
EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING JERSEY BARRIER
TO REMAIN

REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY
LOCATION WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY
THE REPAIR, REINSTALL CABINET TO
ORIGINAL LOCATION

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.
2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.
REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING
ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.
8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO

INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.

CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

1 - SATELLITE "E" RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 02)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)
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EMOLITION KEY NOTES*

* SOME NOTES MAY NOT APPLY TO THIS SHEET

DEMOLITION GENERAL NOTES:

EXP.

PROJECT LIMIT LINE
DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE
TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND PAINT TO REMAIN

STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES
EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.
LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH
MDAD OPERATIONS

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS
THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

DEMOLISH EXISTING METAL CORNER GUARDS

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN
EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING JERSEY BARRIER
TO REMAIN

REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY
LOCATION WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY
THE REPAIR, REINSTALL CABINET TO
ORIGINAL LOCATION

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.
2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.
REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING
ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.

8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO
INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.
CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

Title

1 - SATELLITE "E" RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 03)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)
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|
/ / / / O REMOVE EXISTING STUCCO CEILING AREA AS | LOWER "E"
REMOVE EXISTING STUCCO CEILING AREA AS / e REQUIRED FOR THE INSTALLATION OF STRUCTURAL _ D
/ / REQUIRED FOR THE INSTALLATION OF STRUCTURAL / BRACING OF A-VDGS BRACKET. REFER TO L CC"E"
BRACING OF A-VDGS BRACKET. REFER TO / STRUCTURAL DETAIL 1/5V202.03-3 FOR NEW WORK |
/ / STRUCTURAL DETAIL 1/5V202.03-3 FOR NEW WORK / "
/ / / |
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Y |
% / S ;
/ / / |
/ } s / | ' No. Description Date
/ ) / / K '
/ / |
/ 4 / / [
/ / !
/ / :
/ Y g / |
' Revisions
/ / \ 1] Copyright 2020(C) MOBIO Architecture, Inc
| / / \ I MDAD AAOO5A
/| / [ 1-'CCE&SATELLITEE'&'DTOE
B [ / \ | CONNECTOR' - STUCCO AND PAINTING.
| ( A B / C D \ F F]. 2 - CAMERAS, DOOR FRAMES HARDWARE
| | AND ACCESS CONTROL AT 'SATELLITE E'
[ / / \ I AND 'LOWER E'".
S / \ | 3 - 'SATELLITE E' A-VDGS.
| \ I 4 - NEW LIGHTNING PROTECTION SYSTEM
I < I AT 'SATELLITE E' & 'LOWER E'.
' \ \ ' Sheet information
/ \ \ MOBIO project No: 18-007-20
Scale: AS NOTED
0 4 g 16' THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT D by: MOBIO
1 B RAMP LEVEL PARTlAL DEMOL|T|ON PLAN (QUADRANT 04) T — TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED oy
1 SCALE: 1/8"=1'-0" SCALE IN FEET SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES. Checked by: MOBIO
Approved by: AFM/EAA
DEMOLITION SYMBOLS LEGEND | DEMOLITION KEY NOTES* DEMOLITION GENERAL NOTES: Title

* SOME NOTES MAY NOT APPLY TO THIS SHEET

EXP.

PROJECT LIMIT LINE
DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE
TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES

EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO
RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STUCCO CEILING AND PAINT TO REMAIN
EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT
STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO

ELEVATIONS

DEMOLISH EXISTING METAL CORNER GUARDS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.

LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH

MDAD OPERATIONS

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS

THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH

MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE

AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE

READY TO RECEIVE NEW PAINT

COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN
EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING JERSEY BARRIER
TO REMAIN

REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY
LOCATION WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY
THE REPAIR, REINSTALL CABINET TO
ORIGINAL LOCATION

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.

2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY. AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR

CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL. COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING

REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

DIRECTION ON AS TO HOW TO PROCEED.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS, 12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.
ACTIVITIES. CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS

TO ROOMS DURING CONSTRUCTION ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER

FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES. 14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

1 - SATELLITE "E" RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 04)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)

Sheet

AD101.04

PHASE 3C
100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
FOR CONSTRUCTION
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DEMOLITION SYMBOLS LEGEND | DEMOLITION KEY NOTES v some noTes may not arery o his steer | DEMOLITION GENERAL NOTES: Title
1 - SATELLITE "E" RAMP
- ® o e PROJECT LIMIT LINE DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND EXISTING JERSEY BARRIER 1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES. 10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS, -
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS ELEVATIONS SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH TO REMAIN LOUVERS, AND STOREFRONTS.
DENOTES OUTLINE OF BUILDING ABOVE MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE 2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS. LEVEL-PARTIAL DE |\/|O LITI O N
PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO DEMOLISH EXISTING METAL CORNER GUARDS AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION REMOVE EXISTING JERSEY BARRIER. 11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
HATCH DENOTES AREA NOT IN SCOPE. THE PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS COORDINATE WITH MDAD OPERATIONS 3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY. AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR PLAN (QUAD RANT 05)
SCOPE FOR THIS PROJECT IS LIMITED 10 AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER. EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS. TO REI\'/IOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
EXTERIOR WORK ONLY. REFER TO KEY LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT READY TO RECEIVE NEW PAINT TEMPORARILY REMOVE AND RELOCATE MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
NOTES FOR SELECTIVE SCOPE OF WORK EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO EXISTING POTABLE WATER CABINET. 4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL. COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING B
AND ELEVATIONS FOR STUCCO REPAIR RECEIVE NEW PAINT REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH COMMUNICATION BOXES TO REMAIN COORDINATE THE TEMPORARY REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD. DIRECTION ON AS TO HOW TO PROCEED. To the best of my knowledge and ability these
NOTES MDAD OPERATIONS LOCATION WITH MDAD OPERATIONS. AT plans comply with the minimum standards of
. EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN COMPLETION OF STUCCO REPAIR AND 5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS, 12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO the Florida Building Code 6th Edition (2017)
DENOTES CEILINGS AND/OR STUCCO WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE) EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS PAINTING OF THE AREA AFFECTED BY INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.
FINISHED AREAS WHERE WORK IS TO BE THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA DIGITAL GATE DISPLAY TO REMAIN THE REPAIR, REINSTALL CABINET TO ACTIVITIES. CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS Sheet
CARRIED OUT. SEE KEY NOTES. EXISTING STUCCO CEILING AND PAINT TO REMAIN ORIGINAL LOCATION TO ROOMS DURING CONSTRUCTION ACTIVITIES.
EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN 6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
DENOTES EXPOSED CEILING AREA ABOVE EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES FOR COORDINATION OF STORAGE/HANDLING. 13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
EXP. 70 REMAIN AND MAINTAINED AS IS EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT A D 10 1 05
' EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT EXISTING METAL GUARDRAIL TO REMAIN 7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH. STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.
CROSS HATCH INDICATES AREA TO BE STUCCO REPAIRS AND PAINTING ACTIVITIES EXISTING SIDEWALK TO REMAIN
PHASE 3C
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.) 8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES. 14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
MAINTAINED FREE OF CONSTRUCTION 100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
DEBRIS AT ALL TIME EXISTING OVERHEAD DOOR TO REMAIN PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS 0
' EXISTING BOLLARD TO REMAIN CONDITIONS 9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN. THROUGHOUT DURATION OF CONSTRUCTION. FOR CONSTRUCTION
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Revisions
Copyright 2020(C) MOBIO Architecture, Inc
/ STAIR EXIT SEE MDAD AAOQO5A
—= GENERAL N?TE 13 1-'CCE&SATELLITEE'& 'DTOE
B | CONNECTOR' - STUCCO AND PAINTING.
| 2 - CAMERAS, DOOR FRAMES HARDWARE
| AND ACCESS CONTROL AT 'SATELLITE E'
- AND 'LOWER E'.
A 3 - 'SATELLITE E' A-VDGS.
L-E.\-; - - - - - - - - '_______ 4 - NEW LIGHTNING PROTECTION SYSTEM
| - AT 'SATELLITE E' & 'LOWER E'.
' ' Sheet information
| - | Date: OCTOBER 15, 2020
! ' MOBIO project No: 18-007-20
. y " . THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT Scale: AS NOTED
1 - RAMP LEVEL PARTIAL DEMOLITION PLAN (QUADRANT 06) ‘it e o e s et come |
1 SCALE: 1/8"=1'-0" SCALE IN FEET Checked by: MOBIO
Approved by: AFM/EAA
DEMOLITION SYMBOLS LEGEND | DEMOLITION KEY NOTES* DEMOLITION GENERAL NOTES: Title

* SOME NOTES MAY NOT APPLY TO THIS SHEET

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND 1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE

AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING JERSEY BARRIER
TO REMAIN

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PROJECT LIMIT LINE

DENOTES OUTLINE OF BUILDING ABOVE 2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

DEMOLISH EXISTING METAL CORNER GUARDS REMOVE EXISTING JERSEY BARRIER.

COORDINATE WITH MDAD OPERATIONS

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.
LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY
LOCATION WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY
THE REPAIR, REINSTALL CABINET TO
ORIGINAL LOCATION

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.
REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO

RECEIVE NEW PAINT REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH

MDAD OPERATIONS

COMMUNICATION BOXES TO REMAIN

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO

INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.

CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN 5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING

ACTIVITIES.

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE

WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE) EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS

THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DIGITAL GATE DISPLAY TO REMAIN

EXISTING STUCCO CEILING AND PAINT TO REMAIN

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

DENOTES EXPOSED CEILING AREA ABOVE EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXP. TO REMAIN AND MAINTAINED AS IS.

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN

EXISTING METAL GUARDRAIL TO REMAIN 7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT

STUCCO REPAIRS AND PAINTING ACTIVITIES EXISTING SIDEWALK TO REMAIN

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.) 8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES. 14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS

THROUGHOUT DURATION OF CONSTRUCTION.

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING OVERHEAD DOOR TO REMAIN

EXISTING BOLLARD TO REMAIN 9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

1- LOWER "E" RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 06)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)

Sheet

AD101.06

PHASE 3C
100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
FOR CONSTRUCTION




\

. e

oD aN oI G G G G G G &G &y
L

-
~

—_

\

—_

SEE SYMBOLS LEGEND ON THIS
SHEET FOR CROSS HATCH AREA

/

2 T
— /

| -

/

/

_71_\\____

—- /

\

/

/ |

STAIR EXIT SEE
GENERAL NOTE 13

SEE SYMBOLS LEGEND ON THIS
SHEET FOR CROSS HATCH AREA

- / ,,,,. , \ / '
7 . \ '
l -\ — aD D

' \

/

i

N

L
N

---------------b-

| \

S I [P

Ve
A 3

MIAMI INTERNATIONAL AIRPORT

MIAMI-DADE AVIATION DEPARTMENT
MIAMI INTERNATIONAL AIRPORT

2100 NW 42ND AVENUE
MIAMI, FLORIDA 33126

MOBIO

Architecture, Inc.

6303 Blue Lagoon Drive, Suite 310
Miami, Florida 33126
786.376.1232

www.mobioarchitecture.com

AA 26002724 contact@mobioarchitecture.com

EDDIE A. ALVARADO, R.A., NCARB
REGISTERED ARCHITECT
AR96663 NCARB 76660

STRUCTURAL

RS&H, INC.

6303 Blue Lagoon Drive, Suite 325
Miami, Florida 33126

ELECTRICAL AND LIGHTNING PROTECTION
LOUIS J . AGUIRRE & ASSOCIATES, P.A.
9150 South Dadeland Blvd., Suite 900
Miami, Florida 33156

SECURITY CONSULTING SERVICES
ROSS & BARUZZINI, INC.

7200 NW 19th Street, Suite 305
Miami, Florida 33126

Ross{ Baruzzini

N

KEY PLAN

"E" SATELLITE
] "D-E" CONNECTOR

I LOWER "E" |
CcCUE"
No. Description Date
Revisions
Copyright 2020(C) MOBIO Architecture, Inc
MDAD AAOOSA

1-'CCE&SATELLITEE'& 'DTOE
CONNECTOR' - STUCCO AND PAINTING.
2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.
3 - 'SATELLITE E' A-VDGS.
4 - NEW LIGHTNING PROTECTION SYSTEM
AT 'SATELLITE E' & 'LOWER E'.

Sheet information

OCTOBER 15, 2020

Date:

\ \ MOBIO project No: 18-007-20

Scale: AS NOTED

1 - RAMP LEVEL PARTIAL DEMOLITION PLAN (QUAD RANT 07) 0_34_8—16 THIS ITEM HAS BEEN ELECTRONICALLY SIGNED AND SEALED BY EDDIE A. ALVARADO, R.A. ON THE DATE ADJACENT Drawn by: MOBIO

1 e TO THE SEAL USING AN SHA AUTHENTICATION CODE. PRINTED COPIES OF THIS DOCUMENT ARE NOT CONSIDERED _
SCALE: 1/8"=1'-0 SCALE IN FEET Checked by: MOBIO
SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES.
Approved by: AFM/EAA
DEMOLITION SYMBOLS LEGEND | DEMOLITION KEY NOTES* DEMOLITION GENERAL NOTES: Title

* SOME NOTES MAY NOT APPLY TO THIS SHEET

EXP.

PROJECT LIMIT LINE

DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE

SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE
TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES

EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO
RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STUCCO CEILING AND PAINT TO REMAIN
EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT
STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

DEMOLISH EXISTING METAL CORNER GUARDS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.
LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH
MDAD OPERATIONS

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS
THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN
EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING JERSEY BARRIER
TO REMAIN

REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY
LOCATION WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY
THE REPAIR, REINSTALL CABINET TO
ORIGINAL LOCATION

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.

2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.

REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING
ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.
8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO
INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.
CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

1 - LOWER "E" RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 07)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)

Sheet

AD101.07

PHASE 3C
100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
FOR CONSTRUCTION
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KEY PLAN

"E" SATELLITE

"D-E" CONNECTOR|

I LOWER "E" |

CC I|E|l

No. Description Date
1 BULLETIN 001 03.15.2022

Revisions

Copyright 2020(C)
MDAD AAOO5A

1-'CCE&SATELLITEE'&'DTOE
CONNECTOR' - STUCCO AND PAINTING.

2 - CAMERAS, DOOR FRAMES HARDWARE
AND ACCESS CONTROL AT 'SATELLITE E'
AND 'LOWER E'.

3 - 'SATELLITE E' A-VDGS.

MOBIO Architecture, Inc

* SOME NOTES MAY NOT APPLY TO THIS SHEET

e eeoa» PROJECT LIMITLINE

- — — DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE

EXP. TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND PAINT TO REMAIN

STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES

EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

DEMOLISH EXISTING METAL CORNER GUARDS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.

LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAIN LINK FENCE. COORDINATE INSTALLATION
OF NEW WITH NEW WORK

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS
THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO

MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN
EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

>

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND EXISTING JERSEY BARRIER
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH TO REMAIN
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS
EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY LOCATION
WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY THE
REPAIR, REINSTALL CABINET TO ORIGINAL
LOCATION

COMMUNICATION BOXES TO REMAIN
EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN
DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING CONCRETE PIER TO BE REPAIRED.
CLEAN AND PREPARE EXISTING SURFACES
TO RECEIVE NEW WORK

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN

EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.

2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.

REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING
ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.
8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO

INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.

CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

| | 4 - NEW LIGHTNING PROTECTION SYSTEM
| o ' N ; / | AT 'SATELLITE E' & 'LOWER E'.
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1-"D-E" CONNECTOR RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 08)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)

Sheet

AD101.08

PHASE 3C
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1 - RAMP LEVEL PARTIAL DEMOLITION PLAN (QUA\DRANT 09) e N FEET SIGNED AND SEALED AND THE SHA AUTHENTICATION CODE MUST BE VERIFIED ON ANY ELECTRONIC COPIES. Checked by: MOBIO
1 e ve-ro Approved by: AFM/EAA
DEMOLITION SYMBOLS LEGEND | DEMOLITION KEY NOTES* v some noes may not appiy o Tissneer | DEIMIOLITION GENERAL NOTES: Title
nen
- o ® amw  PROJECT LIMIT LINE DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND EXISTING JERSEY BARRIER 1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES. 10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS, 1-LOWER "E" RAMP
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS ELEVATIONS SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH TO REMAIN LOUVERS, AND STOREFRONTS.
o DENOTES OUTLINE OF BUILDING ABOVE MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE 2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS. LEVEL-PARTIAL DEMOLITION
PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO DEMOLISH EXISTING METAL CORNER GUARDS AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION REMOVE EXISTING JERSEY BARRIER. 11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
HATCH DENOTES AREA NOT IN SCOPE. THE PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS COORDINATE WITH MDAD OPERATIONS 3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY. AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR PLAN (QUADRANT 09)
SCOPE FOR THIS PROJECT IS LIMITED TO AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER. EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS. TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
EXTERIOR WORK ONLY. REFER TO KEY LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT READY TO RECEIVE NEW PAINT TEMPORARILY REMOVE AND RELOCATE MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
NOTES FOR SELECTIVE SCOPE OF WORK EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO EXISTING POTABLE WATER CABINET. 4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL. COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING N
AND ELEVATIONS FOR STUCCO REPAIR RECEIVE NEW PAINT REMOVE EXISTING CHAIN LINK FENCE. COORDINATE INSTALLATION @ COMMUNICATION BOXES TO REMAIN COORDINATE THE TEMPORARY LOCATION REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD. DIRECTION ON AS TO HOW TO PROCEED. To the best of my knowlque and ability these
NOTES. OF NEW WITH NEW WORK WITH MDAD OPERATIONS. AT plans comply with the minimum standards of
EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN COMPLETION OF STUCCO REPAIR AND 5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS, 12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO the Florida Building Code 6th Edition (2017)
DENOTES CEILINGS AND/OR STUCCO WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE) EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS PAINTING OF THE AREA AFFECTED BY THE INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.
EINISHED AREAS WHERE WORK IS TO BE THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA DIGITAL GATE DISPLAY TO REMAIN REPAIR, REINSTALL CABINET TO ORIGINAL |  ACTIVITIES. CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS Sheet
CARRIED OUT. SEE KEY NOTES. EXISTING STUCCO CEILING AND PAINT TO REMAIN LOCATION TO ROOMS DURING CONSTRUCTION ACTIVITIES.
EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN 6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
DENOTES EXPOSED CEILING AREA ABOVE EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES EXISTING CONCRETE PIER TO BE REPAIRED: | FOR COORDINATION OF STORAGE/HANDLING. 13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
EXP. 0 REMAIN AND MAINTAINED AS IS, EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN CLEAN AND PREPARE EXISTING SURFACES THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT A D 10 1 . 09
EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT EXISTING METAL GUARDRAIL TO REMAIN TO RECEIVE NEW WORK 7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH. STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.
CROSS HATCH INDICATES AREA TO BE STUCCO REPAIRS AND PAINTING ACTIVITIES EXISTING SIDEWALK TO REMAIN
MAINTAINED FREE OF CONSTRUCTION EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.) 8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES. 14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE . PHASE 3C
DEBRIS AT ALL TIME. EXISTING OVERHEAD DOOR TO REMAIN PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS 100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
EXISTING BOLLARD TO REMAIN CONDITIONS 9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN. THROUGHOUT DURATION OF CONSTRUCTION. FOR CONSTRUCTION
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DEMOLITION SYMBOLS LEGEND | DEMOLITION KEY NOTES « some noTes may not arety o hissteer | DEMOLITION GENERAL NOTES: Title
nme
- o ® @  PROJECT LIMIT LINE DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND EXISTING JERSEY BARRIER 1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES. 10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS, 1- LOWER "E" RAMP
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS ELEVATIONS SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH TO REMAIN LOUVERS, AND STOREFRONTS.
o DENOTES OUTLINE OF BUILDING ABOVE MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE 2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS. LEVEL-PARTIAL DE |\/|O LITI O N
PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO DEMOLISH EXISTING METAL CORNER GUARDS AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION REMOVE EXISTING JERSEY BARRIER. 11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
HATCH DENGTES AREA NOT IN SCOPE. THE PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS COORDINATE WITH MDAD OPERATIONS 3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY. AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR PLAN (QUADRANT 10)
SCOPE FOR THIS PROJECT IS LIMITED 10 AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER. EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS. TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
EXTERIOR WORK ONLY. REFER TO KEY LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT READY TO RECEIVE NEW PAINT TEMPORARILY REMOVE AND RELOCATE MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
NOTES FOR SELECTIVE SCOPE OF WORK EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO EXISTING POTABLE WATER CABINET. 4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL. COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
AND ELEVATIONS FOR STUCCO REPAIR RECEIVE NEW PAINT REMOVE EXISTING CHAINLINK FENCE. COORDINATE REINSTALLATION WITH COMMUNICATION BOXES TO REMAIN COORDINATE THE TEMPORARY REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD. DIRECTION ON AS TO HOW TO PROCEED. To the best of my knowledge and ability these
NOTES MDAD OPERATIONS LOCATION WITH MDAD OPERATIONS. AT plans comply with the minimum standards of
. EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN COMPLETION OF STUCCO REPAIR AND 5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS, 12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO the Florida Building Code 6th Edition (2017)
DENOTES CEILINGS AND/OR STUCCO WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE) EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS PAINTING OF THE AREA AFFECTED BY INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.
FINISHED AREAS WHERE WORK 1S TO BE THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA DIGITAL GATE DISPLAY TO REMAIN THE REPAIR, REINSTALL CABINET TO ACTIVITIES. CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS Sheet
CARRIED OUT. SEE KEY NOTES. EXISTING STUCCO CEILING AND PAINT TO REMAIN ORIGINAL LOCATION TO ROOMS DURING CONSTRUCTION ACTIVITIES.
EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN 6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
DENOTES EXPOSED CEILING AREA ABOVE EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES FOR COORDINATION OF STORAGE/HANDLING. 13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
EXP. 10 REMAIN AND MAINTAINED AS IS EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT A D 10 1 _ 1 O
' EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT EXISTING METAL GUARDRAIL TO REMAIN 7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH. STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.
CROSS HATCH INDICATES AREA TO BE STUCCO REPAIRS AND PAINTING ACTIVITIES EXISTING SIDEWALK TO REMAIN
MAINTAINED FREE OF CONSTRUCTION EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.) 8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES. 14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE PHASE 3C
DEBRIS AT ALL TIME EXISTING OVERHEAD DOOR TO REMAIN PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS 100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
' EXISTING BOLLARD TO REMAIN CONDITIONS 9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN. THROUGHOUT DURATION OF CONSTRUCTION. FOR CONSTRUCTION
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* SOME NOTES MAY NOT APPLY TO THIS SHEET

EXP.

PROJECT LIMIT LINE
DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE
TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIORTO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS
AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES

EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO
RECEIVE NEW PAINT

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE
WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE)

EXISTING STUCCO CEILING AND PAINT TO REMAIN
EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT
STUCCO REPAIRS AND PAINTING ACTIVITIES

EXISTING OVERHEAD DOOR TO REMAIN

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO

ELEVATIONS

DEMOLISH EXISTING METAL CORNER GUARDS

DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.
LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

REMOVE EXISTING CHAIN LINK FENCE. COORDINATE INSTALLATION

OF NEW WITH NEW WORK

>

EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS
THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA

EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO
MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING METAL GUARDRAIL TO REMAIN

EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)

EXISTING BOLLARD TO REMAIN

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

DIGITAL GATE DISPLAY TO REMAIN

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN
EXISTING SIDEWALK TO REMAIN

PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING JERSEY BARRIER
TO REMAIN

REMOVE EXISTING JERSEY BARRIER.
COORDINATE WITH MDAD OPERATIONS

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY LOCATION
WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY THE
REPAIR, REINSTALL CABINET TO ORIGINAL
LOCATION

EXISTING CONCRETE PIER TO BE REPAIRED.
CLEAN AND PREPARE EXISTING SURFACES
TO RECEIVE NEW WORK

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.

2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.

CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.

REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING

ACTIVITIES.

10. MAINTAIN IN PLACE ALL EXISTING SEALANTS AROUND PERIMETER OF WINDOWS, DOORS,
LOUVERS, AND STOREFRONTS.

11. ALL DEBRIS, FENCES, EQUIPMENT, OBJECTS THAT ARE DIRECTLY PLACED IN FRONT OF ANY
AREA/WALL STUCCO REMOVAL/APPLICATION IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR
TO REMOVE, REINSTALL, DISCARD OR STORE AT A LOCATION SPECIFIED AND AS DIRECTED BY
MDAD'S PROJECT MANAGER AT NO EXTRA COST TO MDAD. THE CONTRACTOR MUST
COMMUNICATE IN ADVANCE AND IN WRITING WITH MDAD'S PROJECT MANAGER REQUESTING
DIRECTION ON AS TO HOW TO PROCEED.

12. THE CONTRACTOR IS TO MAINTAIN ACCESS TO ALL EXTERIOR OPENINGS THAT LEAD INTO

INTERIOR SPACES. ROOM NUMBERS/NAMES SHOWN ON ROOMS ARE FOR REFERENCE ONLY.

CONTRACTOR TO COORDINATE WITH MDAD'S PROJECT MANAGER AND ROOM USERS ACCESS
TO ROOMS DURING CONSTRUCTION ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER

FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.

8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

13. THROUGHOUT DURATION OF CONSTRUCTION MAINTAIN A DEDICATED AND CLEAR PATH TO
THE PUBLIC WAY FOR ALL EGRESS STAIRS. MAINTAIN A MINIMUM WIDTH EQUAL TO THE EXIT
STAIR DOOR. MAINTAIN SAFETY TO LIFE AT ALL TIMES, DO NOT BLOCK THE PATH OF EGRESS.

14. THE CONTRACTOR IS TO MAINTAIN UNOBSTRUCTED ACCESS TO ALL FIRE SIAMESE, FIRE
HOSE CONNECTIONS, FIRE DEPARTMENT HOSE CONNECTIONS AND FIRE TEST SIAMESE CENTERS
THROUGHOUT DURATION OF CONSTRUCTION.

1-"D-E" CONNECTOR RAMP
LEVEL-PARTIAL DEMOLITION
PLAN (QUADRANT 11)

To the best of my knowledge and ability these
plans comply with the minimum standards of
the Florida Building Code 6th Edition (2017)

Sheet
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PHASE 3C
100% COMPLETE CONTRACT DOCUMENTS FOR PERMIT
FOR CONSTRUCTION
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EXP.

PROJECT LIMIT LINE
DENOTES OUTLINE OF BUILDING ABOVE

HATCH DENOTES AREA NOT IN SCOPE. THE
SCOPE FOR THIS PROJECT IS LIMITED TO
EXTERIOR WORK ONLY. REFER TO KEY
NOTES FOR SELECTIVE SCOPE OF WORK
AND ELEVATIONS FOR STUCCO REPAIR
NOTES.

DENOTES CEILINGS AND/OR STUCCO
FINISHED AREAS WHERE WORK IS TO BE
CARRIED OUT. SEE KEY NOTES.

DENOTES EXPOSED CEILING AREA ABOVE
TO REMAIN AND MAINTAINED AS IS.

CROSS HATCH INDICATES AREA TO BE
MAINTAINED FREE OF CONSTRUCTION
DEBRIS AT ALL TIME.

DEMOLISH EXISTING METAL DOWNSPOUT AND ACCESSORIES. REFER TO
ELEVATIONS

EXISTING JERSEY BARRIER
TO REMAIN

DEMOLISH EXISTING STUCCO FINISH AND ACCESSORIES, CONTROL JOINTS AND

TEMPORARILY REMOVE AND RELOCATE EXISTING EMERGENCY EYEWASH AND
REVEALS LEAVE SURFACE READY TO RECEIVE NEW WORK. REFER TO ELEVATIONS

SHOWER STATION. COORDINATE THE TEMPORARY LOCATION OF STATION WITH
MDAD OPERATIONS. AT COMPLETION OF STUCCO REPAIR AND PAINTING OF THE
AREA AFFECTED BY THE REPAIR, REINSTALL STATION TO ORIGINAL LOCATION

DEMOLISH EXISTING METAL CORNER GUARDS REMOVE EXISTING JERSEY BARRIER.

COORDINATE WITH MDAD OPERATIONS

PATCH AND REPAIR EXISTING HOLES ON STUCCO CEILING ABOVE PRIOR TO
PRESSURE WASHING AND CLEANING CEILING AREA. FOLLOW PROJECT DETAILS

AND SPECIFICATIONS. FIELD VERIFY LOCATION AND QUANTITY OF EXISTING HOLES DEMOLISH EXISTING EXPANSION JOINT METAL COVER AND JOINT FILLER.

LEAVE AREA READY TO RECEIVE NEW EXPANSION JOINT

EXISTING METAL SURFACE TO REMAIN. CLEAN SURFACE AND LEAVE
READY TO RECEIVE NEW PAINT

A ‘ COMMUNICATION BOXES TO REMAIN

EXISTING ELECTRICAL BOXES/ PANEL TO REMAIN

TEMPORARILY REMOVE AND RELOCATE
EXISTING POTABLE WATER CABINET.
COORDINATE THE TEMPORARY LOCATION
WITH MDAD OPERATIONS. AT
COMPLETION OF STUCCO REPAIR AND
PAINTING OF THE AREA AFFECTED BY THE
REPAIR, REINSTALL CABINET TO ORIGINAL
LOCATION

EXISTING CMU WALL TO REMAIN. PRESSURE WASH WALL AND LEAVE READY TO

RECEIVE NEW PAINT REMOVE EXISTING CHAIN LINK FENCE. COORDINATE INSTALLATION

OF NEW WITH NEW WORK

EXISTING STUCCO CEILING AND/OR STUCCO SURFACES TO REMAIN. PRESSURE

WASH AND CLEAN. LEAVE AREA READY TO RECEIVE NEW FINISH (ABOVE) EXISTING MECHANICAL CONDENSING UNITS TO REMAIN. PROTECT UNITS

THROUGHOUT STUCCO REPAIR ACTIVITIES IN THE AREA DIGITAL GATE DISPLAY TO REMAIN

EXISTING STUCCO CEILING AND PAINT TO REMAIN
EXISTING FIRE SIAMESE CONNECTIONS TO REMAIN. CONTRACTOR TO

MAINTAIN CLEAR ACCESS TO FIRE DEPARTMENT CONNECTIONS AT ALL TIMES

EXISTING WALL MOUNTED LIGHT FIXTURE TO REMAIN

EXISTING CONCRETE PIER TO BE REPAIRED.
CLEAN AND PREPARE EXISTING SURFACES
TO RECEIVE NEW WORK

EXISTING STOREFRONT SYSTEM TO REMAIN. REFER TO ELEVATIONS
EXISTING EMERGENCY FUEL SHUT OFF PUSH AND LIGHT TO REMAIN

EXISTING METAL LOUVERS TO REMAIN. PROTECT LOUVERS THROUGHOUT EXISTING METAL GUARDRAIL TO REMAIN

STUCCO REPAIRS AND PAINTING ACTIVITIES EXISTING SIDEWALK TO REMAIN

EXISTING METAL WALL PANEL SYSTEM TO REMAIN (TYP.)
PROVIDE TEMPORARY JERSEY BARRIER AS SHOWN. COORDINATE WITH FIELD
CONDITIONS

EXISTING OVERHEAD DOOR TO REMAIN

EXISTING BOLLARD TO REMAIN

1. THE SCOPE OF WORK INCLUDES THE REMOVAL OF ALL PAINT ON STUCCO SURFACES.
2. REFER TO FLOOR PLANS FOR ELEVATIONS MARKS.

3. DIMENSIONS SHOWN ON PLANS DEPICTING THE EXISTING BUILDING GEOMETRY ARE FOR REFERENCE ONLY.
CONTRACTOR SHALL FIELD VERIFY EXISTING CONDITIONS.

4. THE CONTRACTOR SHALL DOCUMENT EXISTING LOCATION OF SURFACE MOUNTED SIGNAGE PRIOR TO REMOVAL.
REMOVAL OF SIGNAGE SHALL BE DONE IN COORDINATION WITH MDAD.

5. MAINTAIN ALL EXISTING EXTERIOR SURFACE MOUNTED BOXES, CARD READERS, PANELS, SWITCHES, LIGHTS,
INTERCOMS, KEYPADS, AND COMMUNICATION DEVICES. PROTECT DEVICES DURING STUCCO REPAIR AND PAINTING
ACTIVITIES.

6. ALL ITEMS SCHEDULED TO BE SALVAGED SHALL BE COORDINATED WITH MDAD'S PROJECT MANAGER
FOR COORDINATION OF STORAGE/HANDLING.

7. PATCH AND REPAIR SURFACES AS NECESSARY. LEAVE AREA READY TO RECEIVE NEW FINISH.
8. THE SCOPE OF WORK ON THE WALL SURFACES IS TO REMOVE THE STUCCO FINISH AND ACCESSORIES.

9. ALL EXTERIOR WINDOWS, DOORS, LOUVERS, AND STOREFRONTS ARE TO REMAIN.

10. MAINTAIN IN PLA